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Description

 – Simplify the disconnect operations for the disconnect terminal blocks installed next to fuse terminal blocks 

ML10/13.SF..., 

 – With the same profile as ML10/13.SF, the ML10/13.SN disconnect lever is easily operated by hand and the 

wiring of the alternated disconnect and fuse circuits is easier, 

 – Link bar for lever included in terminal block.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Disconnect With test sockets 

DIA 2 mm 0.079 in
Black, blue ML10/13.SN 1SNA199105R2200 20 59.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail G32, TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.5-16 mm² 22-10 AWG 22-8 AWG Wire stripping 
length

12 mm
Flexible 0.5-10 mm² 0.472 in
with insulated ferrule

Gauge A6 Tool Flat screwdriver

Ø 5.5 mm

Ø 0.217 in

Rated current / Rated cross section 16 A / 10 mm² 25 A / 10 AWG 25 A / 8 AWG
Rated short-time withstand current (1s) 180 A Torque 1.2 - 1.4 N.m

Rated voltage 800 V 600 V 600 V 10.6 - 12.3 lb.in
Impulse withstand voltage 8000 V

Protection NEMA 
The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

CE RoHS USR CSA Gost R

Notes

A A: Use of the BJS requires the user to cut out the partition.

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 10 mm 0.394 in Grey BAM2 1SNA206351R1600 50 12.00

9 mm 0.354 in BADL 1SNA399903R0200 50 4.70

2 End sections 1.5 mm 0.059 in Black FEM13U 1SNA199635R2400 10 5.80

3 Lateral jumper bars 10 poles 70 A PC13-10 1SNA173510R2000 10 26.00

4 Test sockets DIA 2 mm 0.079 in AL2 1SNA163043R2100 50 0.90

DIA 3 mm 0.120 in AL3 1SNA163261R0000 50 1.20

DIA 4 mm 0.157 in AL4-M3 1SNA206721R0100 50 1.10

5 Test plugs DIA 2 mm 0.079 in Black FC2 1SNA007865R2600 100

DIA 4 mm 0.157 in White FC4 1SNA167860R0100 10

6 Assembly rods 2 poles TGA13 1SNA168564R0500 10

3 poles 1SNA168565R0600 10

4 poles 1SNA168566R0700 10

7 Spring retaining rings ANT 1SNA168675R1400 10

8 Terminal block markers Blank card White RC1010 1SNA238000R1600 1 1.30

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

ML10/13.SN screw clamp terminal blocks
Disconnect with lever - 13 mm 0.512 in spacing
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Overview   92

Feed-through

2.5 mm² / 12 AWG D2.5/5.2L 2 connections 93

 D2.5/5.3L 3 connections 94

 D2.5/5.4L 4 connections 95

 D2.5/5.I.3L Angled block with 3 connections 96

 D2.5/5.I.4L Angled block with 4 connections 97

4 mm² / 10 AWG D4/6.2L 2 connections 98

 D4/6.3L 3 connections 99

 D4/6.4L 4 connections 100

6 mm² / 8 AWG D6/8.2L 2 connections 101

 D6/8.3L 3 connections 102

10 mm² / 6 AWG D10/10.1.2L 2 connections 103

 D10/10.3L 3 connections 104

16 mm² / 6 AWG D16/12.2L 2 connections 105

 D16/12.3L 3 connections 106

35 mm² / 2 AWG D35/16.2L 2 connections 107

Ground

2.5 mm² / 12 AWG D2.5/5.P.2L 2 connections 108

 D2.5/5.P.3L 3 connections 109

 D2.5/5.P.4L 4 connections 110

 D2.5/5.P.I.3L 3 connections 111

 D2.5/5.P.I.4L 4 connections 112

4 mm² / 10 AWG D4/6.P.2L 2 connections 113

 D4/6.P.3L 3 connections 114

 D4/6.P.4L 4 connections 115

6 mm² / 8 AWG D6/8.P.2L 2 connections 116

 D6/8.P.3L 3 connections 117

10 mm² / 6 AWG D10/10.1.P.2L 2 connections 118

 D10/10.P.3L 3 connections 119

16 mm² / 6 AWG D16/12.P.2L 2 connections 120

 D16/12.P.3L 3 connections 121

35 mm² / 2 AWG D35/16.P.2L 2 connections 122

Double deck

2.5 mm² / 12 AWG D2.5/5.D2.L  123

Triple deck

2.5 mm² / 12 AWG D2.5/5.T3.L  124

 D2.5/5.T3.P.L Triple deck + ground 125

 D2.5/5.T1.L 6 common connections 126

 D2.5/5.T1.P.L 7 ground connections 127

Disconnect

2.5 mm² / 12 AWG D2.5/5.SNBT.2L 2 connections 128

 D2.5/5.SNBT.4L 4 connections 129

For 5x20 and 5x25 mm fuses (0.197x0.787 in and 0.197x0.984 in)

2.5 mm² / 12 AWG D2.5/8.SF.2L Fuse holders 130

 D2.5/8.SNT.2L Disconnect - profile aligned with D2.5/8.SF.2L 132

SNA series, terminal blocks
Spring clamp technology
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SNA series, terminal blocks
Spring clamp technology

Feed-through

Section

IEC UL/CSA

2.5 mm² 12 AWG D2.5/5.2L 5 mm 0.197 in D2.5/5.3L 5 mm 0.197 in D2.5/5.4L 5 mm 0.197 in D2.5/5.I.3L 5 mm 0.197 in D2.5/5.I.4L 5 mm 0.197 in

4 mm² 10 AWG D4/6.2L 6 mm 0.236 in D4/6.3L 6 mm 0.236 in D4/6.4L 6 mm 0.236 in

6 mm² 8 AWG D6/8.2L 8 mm 0.315 in D6/8.3L 8 mm 0.315 in

10 mm² 6 AWG D10/10.1.2L 10 mm 0.394 in D10/10.3L 10 mm 0.394 in

16 mm² 6 AWG D16/12.2L 12 mm 0.472 in D16/12.3L 12 mm 0.472 in

35 mm² 2 AWG D35/16.2L 16 mm 0.630 in

Ground

Section

IEC UL/CSA

2.5 mm² 12 AWG D2.5/5.P.2L 5 mm 0.197 in D2.5/5.P.3L 5 mm 0.197 in D2.5/5.P.4L 5 mm 0.197 in D2.5/5.I.P.3L 5 mm 0.197 in D2.5/5.I.P.4L 5 mm 0.197 in

4 mm² 10 AWG D4/6.P.2L 6 mm 0.236 in D4/6.P.3L 6 mm 0.236 in D4/6.P.4L 6 mm 0.236 in

6 mm² 8 AWG D6/8.P.2L 8 mm 0.315 in D6/8.P.3L 8 mm 0.315 in

10 mm² 6 AWG D10/10.1.P.2L 10 mm 0.394 in D10/10.P.3L 10 mm 0.394 in

16 mm² 6 AWG D16/12.P.2L 12 mm 0.472 in D16/12.P.3L 12 mm 0.472 in

35 mm² 2 AWG D35/16.P.2L 16 mm 0.630 in

Double deck Triple deck Triple deck + ground Disconnect For 5 x 20 and 5 x 25 mm fuses 
(0.197" x 0.787" and 0.197" x 0.984")

Section

IEC UL/CSA

2.5 mm² 12 AWG D2.5/5.D2.L 

5 mm 0.197 in
D2.5/5.T..L 

5 mm 0.197 in
D2.5/5.T3.P.L 

5 mm 0.197 in
D2.5/5.T1.P.L 

5 mm 0.197 in
D2.5/5.SNBT... 

5 mm 0.197 in
D2.5/8.SF.2L 

5 mm 0.197 in
D2.5/8.SNT.2L 

5 mm 0.197 in

Angled block Angled block

Angled block Angled block
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All the technical data for UL/CSA standard and dimensions in inches are in italic.

 Terminal  -   Hole for testing or jumpering  -  
 
 Testing point  -   Fuse holder  -   Blown-fuse indicator  -   Ground connection, linked to the DIN rail  

 Interconnection between decks  -   Disconnect function
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Description

 – Easy to access thanks to its front wiring entry, 

 – Clamping contact pressure non dependent on the operator and automatic creeping compensation, 

 – Numerous built-in functions: double jumpering system, clearly visible top marker, test sockets, etc, 

 – Functional through ergonomic design (alignment).

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Feed-through 2 connections Grey D2.5/5.2L 1SNA290021R2700 50 6.00
Blue D2.5/5.N.2L 1SNA290023R2100 50 6.00

Orange D2.5/5.2L 1SNA290022R2000 50 6.00
Yellow D2.5/5.2L 1SNA290027R2500 50 6.00
Green D2.5/5.2L 1SNA290028R0600 50 6.00

Red D2.5/5.2L 1SNA290024R2200 50 6.00
Purple D2.5/5.2L 1SNA290465R0100 50 6.00
Brown D2.5/5.2L 1SNA290464R0000 50 6.00
White D2.5/5.2L 1SNA290025R2300 50 6.00
Black D2.5/5.2L 1SNA290026R2400 50 6.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.12-4 mm² 26-12 AWG 26-12 AWG Wire stripping 
length

9.5 mm
Flexible 0.12-2.5 mm² 0.37 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A2 Ø 3.5 mm

Ø 0.138 in

Rated current / Rated cross section 24 A / 2.5 mm² 15 A / 12 AWG 15 A / 12 AWG
Rated short-time withstand current (1s) 300 A

Rated voltage 800 V 600 V 600 V
Impulse withstand voltage 8000 V

Protection IP20 NEMA 1
The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 2.5 mm 0.098 in Grey FED5.2L 1SNA291061R2400 20 2.00

3 Jumper bars 2 poles 24 A Orange BJDL5-2 1SNA291102R2300 50 1.00

3 poles BJDL5-3 1SNA291103R2400 50 0.70

4 poles BJDL5-4 1SNA291104R2500 50 0.80

5 poles BJDL5-5 1SNA291105R2600 20 0.90

10 poles BJDL5-10 1SNA291110R2600 20 1.20

4 Cross spacing 
jumpers

5 mm 0.200 in - 6 mm 0.236 in Orange BJDPL5.6-2 1SNA291150R0600 20 0.20

5 mm 0.200 in - 8 mm 0.315 in BJDPL5.8-2 1SNA291160R0000 20 1.65

5 mm 0.200 in - 10 mm 0.400 in BJDPL5.10-2 1SNA291480R2200 20 0.50

5 Circuit separators 2.5 mm 0.098 in Orange SCD5.2L 1SNA291352R0400 20 2.20

6 Test plugs DIA 2 mm 0.079 in Black FC2.MC 1SNA107239R0300 20 1.00

7 Shield connectors CBD5.2L 1SNA291077R2400 50 2.00

8 Terminal block markers Blank card White RC510 1SNA231000R0700 1 5.20

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D2.5/5.2L spring terminal blocks
Feed-through with 2 connections - 5 mm 0.197 in spacing
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Ground spring terminal blocks

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Screwless rail connection Green-yellow D2.5/5.P.2L 1SNA290029R0700 50 9.00
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All the technical data for UL/CSA standard and dimensions in inches are in italic.
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www.abb.com/productdetails/1SNA290021R2700
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Description

 – Easy to access thanks to its front wiring entry, 

 – Clamping contact pressure non dependent on the operator and automatic creeping compensation, 

 – Numerous built-in functions: double jumper system, clearly visible top marker, test sockets, etc, 

 – Functional through ergonomic design (alignment).

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Feed-through 3 connections Grey D2.5/5.3L 1SNA290031R2100 50 7.00
Blue D2.5/5.N.3L 1SNA290033R2300 50 7.00

Orange D2.5/5.3L 1SNA290032R2200 50 7.00
Yellow D2.5/5.3L 1SNA290037R2700 50 7.00
Green D2.5/5.3L 1SNA290038R0000 50 7.00

Red D2.5/5.3L 1SNA290034R2400 50 7.00
White D2.5/5.3L 1SNA290035R2500 50 7.00
Black D2.5/5.3L 1SNA290036R2600 50 7.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.12-4 mm² 26-12 AWG 26-12 AWG Wire stripping 
length

9.5 mm
Flexible 0.12-2.5 mm² 0.37 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A2 Ø 3.5 mm

Ø 0.138 in

Rated current / Rated cross section 24 A / 2.5 mm² 15 A / 12 AWG 15 A / 12 AWG
Rated short-time withstand current (1s) 300 A

Rated voltage 800 V 600 V 600 V
Impulse withstand voltage 8000 V

Protection IP20 NEMA 1
The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 2.5 mm 0.098 in Grey FED5.3L 1SNA291051R2200 20 1.90

3 Jumper bars 2 poles 24 A Orange BJDL5-2 1SNA291102R2300 50 1.00

3 poles BJDL5-3 1SNA291103R2400 50 0.70

4 poles BJDL5-4 1SNA291104R2500 50 0.80

5 poles BJDL5-5 1SNA291105R2600 20 0.90

10 poles BJDL5-10 1SNA291110R2600 20 1.20

4 Cross spacing 
jumpers

5 mm 0.200 in - 6 mm 0.236 in Orange BJDPL5.6-2 1SNA291150R0600 20 0.20

5 mm 0.200 in - 8 mm 0.315 in BJDPL5.8-2 1SNA291160R0000 20 1.65

5 mm 0.200 in - 10 mm 0.400 in BJDPL5.10-2 1SNA291480R2200 20 0.50

5 Circuit separators 2.5 mm 0.098 in Orange SCD5.3L 1SNA291362R0600 20 2.60

6 Test plugs DIA 2 mm 0.079 in Black FC2.MC 1SNA107239R0300 20 1.00

7 Terminal block markers Blank card White RC510 1SNA231000R0700 1 5.20

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D2.5/5.3L spring terminal blocks
Feed-through with 3 connections - 5 mm 0.197 in spacing
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Ground spring terminal blocks

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Screwless rail connection Green-yellow D2.5/5.P.3L 1SNA290039R0100 50 11.00
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Description

 – Easy to access thanks to its front wiring entry, 

 – Clamping contact pressure non dependent on the operator and automatic creeping compensation, 

 – Numerous built-in functions: double jumper system, clearly visible top marker, test sockets, etc, 

 – Functional through ergonomic design (alignment).

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Feed-through 4 connections Grey D2.5/5.4L 1SNA290011R2500 50 8.00
Blue D2.5/5.N.4L 1SNA290013R2700 50 8.00

Orange D2.5/5.4L 1SNA290012R2600 50 8.00
Yellow D2.5/5.4L 1SNA290017R2300 50 8.00
Green D2.5/5.4L 1SNA290018R0400 50 8.00

Red D2.5/5.4L 1SNA290014R2000 50 8.00
White D2.5/5.4L 1SNA290015R2100 50 8.00
Black D2.5/5.4L 1SNA290016R2200 50 8.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.12-4 mm² 26-12 AWG 26-12 AWG Wire stripping 
length

9.5 mm
Flexible 0.12-2.5 mm² 0.37 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A2 Ø 3.5 mm

Ø 0.138 in

Rated current / Rated cross section 24 A / 2.5 mm² 15 A / 12 AWG 15 A / 12 AWG
Rated short-time withstand current (1s) 300 A

Rated voltage 800 V 600 V 600 V
Impulse withstand voltage 8000 V

Protection IP20 NEMA 1
The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 2.5 mm 0.098 in Grey FED5.4L 1SNA291041R2000 20 2.20

3 Jumper bars 2 poles 24 A Orange BJDL5-2 1SNA291102R2300 50 1.00

3 poles BJDL5-3 1SNA291103R2400 50 0.70

4 poles BJDL5-4 1SNA291104R2500 50 0.80

5 poles BJDL5-5 1SNA291105R2600 20 0.90

10 poles BJDL5-10 1SNA291110R2600 20 1.20

4 Cross spacing 
jumpers

5 mm 0.200 in - 6 mm 0.236 in Orange BJDPL5.6-2 1SNA291150R0600 20 0.20

5 mm 0.200 in - 8 mm 0.315 in BJDPL5.8-2 1SNA291160R0000 20 1.65

5 mm 0.200 in - 10 mm 0.400 in BJDPL5.10-2 1SNA291480R2200 20 0.50

5 Circuit separators 2.5 mm 0.098 in Orange SCD5.4L 1SNA291372R0000 20 2.90

6 Test plugs DIA 2 mm 0.079 in Black FC2.MC 1SNA107239R0300 20 1.00

7 Terminal block markers Blank card White RC510 1SNA231000R0700 1 5.20

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D2.5/5.4L spring terminal blocks
Feed-through with 4 connections - 5 mm 0.197 in spacing
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Ground spring terminal blocks

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Green-yellow D2.5/5.P.4L 1SNA290019R0500 50 12.00
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Description

 – Easy to access thanks to its front wiring entry, 

 – Clamping contact pressure non dependent on the operator and automatic creeping compensation, 

 – Numerous built-in functions: double jumper system, clearly visible top marker, test sockets, etc.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Feed-through 3 connections Grey D2.5/5.I.3L 1SNA399068R1700 50 8.00
Blue D2.5/5.I.N.3L 1SNA399067R0600 50 8.00

Orange D2.5/5.I.3L 1SNA399260R2000 50 8.00
Yellow D2.5/5.I.3L 1SNA400219R1100 50 8.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.12-4 mm² 26-12 AWG 26-14 AWG Wire stripping 
length

9.5 mm
Flexible 0.12-2.5 mm² 0.37 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A2 Ø 3.5 mm

Ø 0.138 in

Rated current / Rated cross section 24 A / 2.5 mm² 20 A / 12 AWG 15 A / 14 AWG
Rated short-time withstand current (1s) 300 A

Rated voltage 800 V 600 V 600 V
Impulse withstand voltage 8000 V

Protection IP20 NEMA 1
The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 2.5 mm 0.098 in Grey FED5.I.3L 1SNA290311R0600 20 2.10

3 Jumper bars 2 poles 24 A Orange BJDL5-2 1SNA291102R2300 50 1.00

3 poles BJDL5-3 1SNA291103R2400 50 0.70

4 poles BJDL5-4 1SNA291104R2500 50 0.80

5 poles BJDL5-5 1SNA291105R2600 20 0.90

10 poles BJDL5-10 1SNA291110R2600 20 1.20

4 Test plugs DIA 2 mm 0.079 in Black FC2.MC 1SNA107239R0300 20 1.00

5 Shield connectors CBD5.2L 1SNA291077R2400 50 2.00

6 Terminal block markers Blank card White RC510 1SNA231000R0700 1 5.20

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D2.5/5.I.3L spring terminal blocks
Feed-through with 3 connections - 5 mm 0.197 in spacing
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Ground spring terminal blocks

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Green-yellow D2.5/5.I.P.3L 1SNA399072R0300 50 11.00
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Description

 – Easy to access thanks to its front wiring entry, 

 – Clamping contact pressure non dependent on the operator and automatic creeping compensation, 

 – Numerous built-in functions: clearly visible top marker, test sockets, etc.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Feed-through 4 connections Grey D2.5/5.I.4L 1SNA399071R0200 50 9.00
Blue D2.5/5.I.N.4L 1SNA399070R1500 50 9.00

Orange D2.5/5.I.4L 1SNA399270R2200 50 9.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.12-4 mm² 26-12 AWG 26-14 AWG Wire stripping 
length

9.5 mm
Flexible 0.12-2.5 mm² 0.37 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A2 Ø 3.5 mm

Ø 0.138 in

Rated current / Rated cross section 24 A / 2.5 mm² 20 A / 12 AWG 15 A / 14 AWG
Rated short-time withstand current (1s) 300 A

Rated voltage 800 V 600 V 600 V
Impulse withstand voltage 8000 V

Protection IP20 NEMA 1
The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 2.5 mm 0.098 in Grey FED5.I.3L 1SNA290311R0600 20 2.10

3 Test plugs DIA 2 mm 0.079 in Black FC2.MC 1SNA107239R0300 20 1.00

4 Shield connectors CBD5.2L 1SNA291077R2400 50 2.00

5 Terminal block markers Blank card White RC510 1SNA231000R0700 1 5.20

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D2.5/5.I.4L spring terminal blocks
Feed-through with 4 connections - 5 mm 0.197 in spacing
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Ground spring terminal blocks

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Green-yellow D2.5/5.I.P.4L 1SNA399073R0400 50 12.00
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Description

 – Easy to access thanks to its front wiring entry, 

 – Clamping contact pressure non dependent on the operator and automatic creeping compensation, 

 – Numerous built-in functions: double jumper system, clearly visible top marker, test sockets, etc, 

 – Functional through ergonomic design (alignment).

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Feed-through 2 connections Grey D4/6.2L 1SNA290061R0700 50 8.00
Blue D4/6.N.2L 1SNA290063R0100 50 8.00

Orange D4/6.2L 1SNA290062R0000 50 8.00
Yellow D4/6.2L 1SNA290067R0500 50 8.00

Red D4/6.2L 1SNA290064R0200 50 8.00
Black D4/6.2L 1SNA290066R0400 50 8.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.2-6 mm² 24-10 AWG 24-10 AWG Wire stripping 
length

11 mm
Flexible 0.2-4 mm² 0.43 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A4 Ø 4 mm

Ø 0.157 in

Rated current / Rated cross section 32 A / 4 mm² 25 A / 10 AWG 25 A / 10 AWG
Rated short-time withstand current (1s) 480 A

Rated voltage 800 V 600 V 600 V
Impulse withstand voltage 8000 V

Protection IP20 NEMA 1
The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 2.5 mm 0.098 in Grey FED5.2L 1SNA291061R2400 20 2.00

3 Jumper bars 2 poles 32 A Orange BJDL6-2 1SNA291128R2400 50 0.30

3 poles BJDL6-3 1SNA291129R2500 50 0.40

4 poles BJDL6-4 1SNA291194R1700 50 0.50

5 poles BJDL6-5 1SNA291195R1000 20 0.60

4 Cross spacing 
jumpers

5 mm 0.200 in - 6 mm 0.236 in Orange BJDPL5.6-2 1SNA291150R0600 20 0.20

6 mm 0.236 in - 8 mm 0.315 in BJDPL6.8-2 1SNA291170R0200 20 0.20

6 mm 0.236 in - 10 mm 0.400 in BJDPL6.10-2 1SNA291482R1000 20 1.00

6 mm 0.236 in - 12 mm 0.473 in BJDPL6.12-2 1SNA399613R0600 20 3.10

5 Circuit separators 2.5 mm 0.098 in Orange SCD5.2L 1SNA291352R0400 20 2.20

6 Test plugs DIA 2 mm 0.079 in Black FC2.MC 1SNA107239R0300 20 1.00

7 Terminal block markers Blank card White RC610 1SNA233000R0100 1 7.50

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D4/6.2L spring terminal blocks
Feed-through with 2 connections - 6 mm 0.236 in spacing
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Ground spring terminal blocks

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Green-yellow D4/6.P.2L 1SNA290069R1700 50 12.00
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Description

 – Easy to access thanks to its front wiring entry, 

 – Clamping contact pressure non dependent on the operator and automatic creeping compensation, 

 – Numerous built-in functions: double jumper system, clearly visible top marker, test sockets, etc, 

 – Functional through ergonomic design (alignment).

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Feed-through 3 connections Grey D4/6.3L 1SNA290405R0600 50 12.00
Blue D4/6.N.3L 1SNA290407R0000 50 12.00

Orange D4/6.3L 1SNA290406R0700 50 12.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.2-6 mm² 24-10 AWG 24-10 AWG Wire stripping 
length

11 mm
Flexible 0.2-4 mm² 0.43 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A4 Ø 4 mm

Ø 0.157 in

Rated current / Rated cross section 32 A / 4 mm² 25 A / 10 AWG 25 A / 10 AWG
Rated short-time withstand current (1s) 480 A

Rated voltage 800 V 600 V 600 V
Impulse withstand voltage 8000 V

Protection IP20 NEMA 1
The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 2.5 mm 0.098 in Grey FED6.3L 1SNA291694R2400 20 2.50

3 Jumper bars 2 poles 32 A Orange BJDL6-2 1SNA291128R2400 50 0.30

3 poles BJDL6-3 1SNA291129R2500 50 0.40

4 poles BJDL6-4 1SNA291194R1700 50 0.50

5 poles BJDL6-5 1SNA291195R1000 20 0.60

4 Cross spacing 
jumpers

5 mm 0.200 in - 6 mm 0.236 in Orange BJDPL5.6-2 1SNA291150R0600 20 0.20

6 mm 0.236 in - 8 mm 0.315 in BJDPL6.8-2 1SNA291170R0200 20 0.20

6 mm 0.236 in - 10 mm 0.400 in BJDPL6.10-2 1SNA291482R1000 20 1.00

6 mm 0.236 in - 12 mm 0.473 in BJDPL6.12-2 1SNA399613R0600 20 3.10

5 Test plugs DIA 2 mm 0.079 in Black FC2.MC 1SNA107239R0300 20 1.00

6 Terminal block markers Blank card White RC610 1SNA233000R0100 1 7.50

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D4/6.3L spring terminal blocks
Feed-through with 3 connections - 6 mm 0.236 in spacing
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Ground spring terminal blocks

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Green-yellow D4/6.P.3L 1SNA290409R1200 50 11.00
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Description

 – Easy to access thanks to its front wiring entry, 

 – Clamping contact pressure non dependent on the operator and automatic creeping compensation, 

 – Numerous built-in functions: double jumper system, clearly visible top marker, test sockets, etc, 

 – Functional through ergonomic design (alignment).

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Feed-through 4 connections Grey D4/6.4L 1SNA290410R0600 50 14.00
Blue D4/6.N.4L 1SNA290412R2400 50 14.00

Orange D4/6.4L 1SNA290411R2300 50 14.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.2-6 mm² 24-10 AWG 24-10 AWG Wire stripping 
length

11 mm
Flexible 0.2-4 mm² 0.43 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A4 Ø 4 mm

Ø 0.157 in

Rated current / Rated cross section 32 A / 4 mm² 25 A / 10 AWG 25 A / 10 AWG
Rated short-time withstand current (1s) 480 A

Rated voltage 800 V 600 V 600 V
Impulse withstand voltage 8000 V

Protection IP20 NEMA 1
The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 2.5 mm 0.098 in Grey FED6.4L 1SNA291696R2600 20 2.85

3 Jumper bars 2 poles 32 A Orange BJDL6-2 1SNA291128R2400 50 0.30

3 poles BJDL6-3 1SNA291129R2500 50 0.40

4 poles BJDL6-4 1SNA291194R1700 50 0.50

5 poles BJDL6-5 1SNA291195R1000 20 0.60

4 Cross spacing 
jumpers

5 mm 0.200 in - 6 mm 0.236 in Orange BJDPL5.6-2 1SNA291150R0600 20 0.20

6 mm 0.238 in - 8 mm 0.315 in BJDPL6.8-2 1SNA291170R0200 20 0.20

6 mm 0.236 in - 10 mm 0.400 in BJDPL6.10-2 1SNA291482R1000 20 1.00

6 mm 0.236 in - 12 mm 0.473 in BJDPL6.12-2 1SNA399613R0600 20 3.10

5 Test plugs DIA 2 mm 0.079 in Black FC2.MC 1SNA107239R0300 20 1.00

6 Terminal block markers Blank card White RC610 1SNA233000R0100 1 7.50

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D4/6.4L spring terminal blocks
Feed-through with 4 connections - 6 mm 0.236 in spacing
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Ground spring terminal blocks

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Green-yellow D4/6.P.4L 1SNA290414R2600 50 14.00

100  |  ABB  SNA series - Terminal blocks

All the technical data for UL/CSA standard and dimensions in inches are in italic.
Technical data valid for copper conductors only.

3

www.abb.com/productdetails/1SNA290414R2600
www.abb.com/productdetails/1SNA233000R0100
www.abb.com/productdetails/1SNA107239R0300
www.abb.com/productdetails/1SNA399613R0600
www.abb.com/productdetails/1SNA291482R1000
www.abb.com/productdetails/1SNA291170R0200
www.abb.com/productdetails/1SNA291150R0600
www.abb.com/productdetails/1SNA291195R1000
www.abb.com/productdetails/1SNA291194R1700
www.abb.com/productdetails/1SNA291129R2500
www.abb.com/productdetails/1SNA291128R2400
www.abb.com/productdetails/1SNA291696R2600
www.abb.com/productdetails/1SNA206351R1600
www.abb.com/productdetails/1SNA399903R0200
www.abb.com/productdetails/1SNA290411R2300
www.abb.com/productdetails/1SNA290412R2400
www.abb.com/productdetails/1SNA290410R0600


1
S

N
C

1
6

2
0

0
9

S
0

2
0

1
 -

 R
e
v.

 A

1 2

3 4

5 6

6 mm²

8 AWG

Description

 – Easy to access thanks to its front wiring entry, 

 – Clamping contact pressure non dependent on the operator and automatic creeping compensation, 

 – Numerous built-in functions: double jumper system, clearly visible top marker, test sockets, etc, 

 – Functional through ergonomic design (alignment).

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Feed-through 2 connections Grey D6/8.2L 1SNA290081R2400 50 12.00
Blue D6/8.N.2L 1SNA290083R2600 50 12.00

Orange D6/8.2L 1SNA290082R2500 50 12.00
Yellow D6/8.2L 1SNA290087R2200 50 12.00

Red D6/8.2L 1SNA290084R2700 50 12.00
Black D6/8.2L 1SNA290086R2100 50 12.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.5-10 mm² 22-8 AWG 22-8 AWG Wire stripping 
length

13 mm
Flexible 0.5-6 mm² 0.53 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A5 Ø 5.5 mm

Ø 0.217 in

Rated current / Rated cross section 41 A / 6 mm² 40 A / 8 AWG 40 A / 8 AWG
Rated short-time withstand current (1s) 720 A

Rated voltage 800 V 600 V 600 V
Impulse withstand voltage 8000 V

Protection IP20 NEMA 1
The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 2.5 mm 0.098 in Grey FED8.2L 1SNA291161R2500 20 2.00

3 Jumper bars 2 poles 41 A Orange BJDL8-2 1SNA291122R1600 50 0.20

3 poles BJDL8-3 1SNA291123R1700 50 0.40

4 poles BJDL8-4 1SNA291144R2400 50 0.50

5 poles BJDL8-5 1SNA291145R2500 20 3.90

4 Cross spacing 
jumpers

5 mm 0.200 in - 8 mm 0.315 in Orange BJDPL5.8-2 1SNA291160R0000 20 1.65

6 mm 0.238 in - 8 mm 0.315 in BJDPL6.8-2 1SNA291170R0200 20 0.20

8 mm 0.315 in - 10 mm 0.400 in BJDPL8.10-2 1SNA291484R1200 20 1.50

5 Test plugs DIA 2 mm 0.079 in Black FC2.MC 1SNA107239R0300 20 1.00

6 Terminal block markers Blank card White RC810 1SNA234000R0200 1 8.20

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D6/8.2L spring terminal blocks
Feed-through with 2 connections - 8 mm 0.315 in spacing
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Ground spring terminal blocks

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Green-yellow D6/8.P.2L 1SNA290089R0400 50 16.00
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Description

 – Easy to access thanks to its front wiring entry, 

 – Clamping contact pressure non dependent on the operator and automatic creeping compensation, 

 – Numerous built-in functions: double jumper system, clearly visible top marker, test sockets, etc, 

 – Functional through ergonomic design (alignment).

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Feed-through 3 connections Grey D6/8.3L 1SNA290418R0200 30 16.00
Blue D6/8.N.3L 1SNA290419R0300 30 16.00

Orange D6/8.3L 1SNA290420R0000 30 16.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.5-10 mm² 20-8 AWG 22-8 AWG Wire stripping 
length

13 mm
Flexible 0.5-6 mm² 0.51 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A5 Ø 5.5 mm

Ø 0.217 in

Rated current / Rated cross section 41 A / 6 mm² 40 A / 8 AWG 40 A / 8 AWG
Rated short-time withstand current (1s) 720 A

Rated voltage 800 V 600 V 600 V
Impulse withstand voltage 8000 V

Protection IP20 NEMA 1
The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 2.5 mm 0.098 in Grey FED8.3L 1SNA291711R2400 20 3.40
Orange 1SNA291713R2600 20 3.40

3 Jumper bars 2 poles 41 A Orange BJDL8-2 1SNA291122R1600 50 0.20

3 poles BJDL8-3 1SNA291123R1700 50 0.40

4 poles BJDL8-4 1SNA291144R2400 50 0.50

5 poles BJDL8-5 1SNA291145R2500 20 3.90

4 Cross spacing 
jumpers

5 mm 0.200 in - 8 mm 0.315 in Orange BJDPL5.8-2 1SNA291160R0000 20 1.65

6 mm 0.236 in - 8 mm 0.315 in BJDPL6.8-2 1SNA291170R0200 20 0.20

8 mm 0.315 in - 10 mm 0.400 in BJDPL8.10-2 1SNA291484R1200 20 1.50

5 Test plugs DIA 2 mm 0.079 in Black FC2.MC 1SNA107239R0300 20 1.00

6 Terminal block markers Blank card White RC810 1SNA234000R0200 1 8.20

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D6/8.3L spring terminal blocks
Feed-through with 3 connections - 8 mm 0.315 in spacing
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Ground spring terminal blocks

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Green-yellow D6/8.P.3L 1SNA290422R2600 30 20.80
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Description

 – Easy to access thanks to its front wiring entry, 

 – Clamping contact pressure non dependent on the operator and automatic creeping compensation, 

 – Numerous built-in functions: double jumper system, clearly visible top marker, test sockets, etc, 

 – Functional through ergonomic design (alignment).

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Feed-through 2 connections Grey D10/10.1.2L 1SNA290301R1500 25 11.00
Blue D10/10.1.N.2L 1SNA290303R1700 25 11.00

Orange D10/10.1.2L 1SNA290302R1600 25 11.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.5-16 mm² 20-6 AWG 20-6 AWG Wire stripping 
length

12 mm
Flexible 0.5-10 mm² 0.47 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge B6 Ø 5.5 mm

Ø 0.217 in

Rated current / Rated cross section 57 A / 10 mm² 50 A / 6 AWG 50 A / 6 AWG
Rated short-time withstand current (1s) 1200 A

Rated voltage 1000 V 600 V 600 V
Impulse withstand voltage 8000 V

Protection IP20 NEMA 1
The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR cCSAus
C US

Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 2.5 mm 0.098 in Grey FED10.2L 1SNA291461R2200 20 4.10

3 Jumper bars 2 poles 57 A Orange BJDL1.10.2 1SNA291472R2500 50 2.45

3 poles BJDL1.10.3 1SNA291474R2700 50 3.65

4 poles BJDL1.10.4 1SNA291476R2100 50 4.86

5 poles BJDL1.10-5 1SNA291478R0300 50 6.05

4 Cross spacing 
jumpers

5 mm 0.200 in - 10 mm 0.400 in Orange BJDPL5.10-2 1SNA291480R2200 20 0.50

6 mm 0.236 in - 10 mm 0.400 in BJDPL6.10-2 1SNA291482R1000 20 1.00

8 mm 0.315 in - 10 mm 0.400 in BJDPL8.10-2 1SNA291484R1200 20 1.50

5 Test plugs DIA 2 mm 0.079 in Black FC2.MC 1SNA107239R0300 20 1.00

6 Terminal block markers Blank card White RC1010 1SNA238000R1600 1 1.30

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D10/10.1.2L spring terminal blocks
Feed-through with 2 connections - 10 mm 0.394 in spacing
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Ground spring terminal blocks

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Green-yellow D10/10.1.P.2L 1SNA290309R2500 25 28.00
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Description

 – Easy to access thanks to its front wiring entry, 

 – Clamping contact pressure non dependent on the operator and automatic creeping compensation, 

 – Numerous built-in functions: double jumper system, clearly visible top marker, test sockets, etc, 

 – Functional through ergonomic design (alignment).

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Feed-through 3 connections Grey D10/10.3L 1SNA290423R2700 25 35.28
Blue D10/10.N.3L 1SNA290424R2000 25 35.28

Orange D10/10.3L 1SNA290425R2100 25 35.28

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.5-16 mm² 20-6 AWG 20-6 AWG Wire stripping 
length

12 mm
Flexible 0.5-10 mm² 0.47 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge B6 Ø 5.5 mm

Ø 0.217 in

Rated current / Rated cross section 57 A / 10 mm² 50 A / 6 AWG 50 A / 6 AWG
Rated short-time withstand current (1s) 1200 A

Rated voltage 1000 V 600 V 600 V
Impulse withstand voltage 8000 V

Protection IP20 NEMA 1
The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 2.5 mm 0.098 in Grey FED10.3L 1SNA291731R2000 20 4.00

3 Jumper bars 2 poles 57 A Orange BJDL1.10.2 1SNA291472R2500 50 2.45

3 poles BJDL1.10.3 1SNA291474R2700 50 3.65

4 poles BJDL1.10.4 1SNA291476R2100 50 4.86

5 poles BJDL1.10-5 1SNA291478R0300 50 6.05

4 Cross spacing 
jumpers

5 mm 0.200 in - 10 mm 0.400 in Orange BJDPL5.10-2 1SNA291480R2200 20 0.50

6 mm 0.236 in - 10 mm 0.400 in BJDPL6.10-2 1SNA291482R1000 20 1.00

8 mm 0.315 in - 10 mm 0.400 in BJDPL8.10-2 1SNA291484R1200 20 1.50

5 Test plugs DIA 2 mm 0.079 in Black FC2.MC 1SNA107239R0300 20 1.00

6 Terminal block markers Blank card White RC1010 1SNA238000R1600 1 1.30

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D10/10.3L spring terminal blocks
Feed-through with 3 connections - 10 mm 0.394 in spacing
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Ground spring terminal blocks

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Green-yellow D10/10.P.3L 1SNA290427R2300 25 40.00
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Description

 – Easy to access thanks to its front wiring entry, 

 – Clamping contact pressure non dependent on the operator and automatic creeping compensation, 

 – Numerous built-in functions: double jumper system, clearly visible top marker, test sockets, etc, 

 – Functional through ergonomic design (alignment).

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Feed-through 2 connections Grey D16/12.2L 1SNA399581R2700 25 27.00
Blue D16/12.N.2L 1SNA399582R2000 25 27.00

Yellow D16/12.2L 1SNA400180R0700 25 27.00
Red D16/12.2L 1SNA400179R1100 25 27.00

Black D16/12.2L 1SNA400178R1000 25 27.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.5-25 mm² 20-6 AWG 20-6 AWG Wire stripping 
length

19 mm
Flexible 0.5-16 mm² 0.73 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A7 Ø 6.5 mm

Ø 0.256 in

Rated current / Rated cross section 76 A / 16 mm² 54 A / 6 AWG 54 A / 6 AWG
Rated short-time withstand current (1s) 1920 A

Rated voltage 1000 V 600 V 600 V
Impulse withstand voltage 8000 V

Protection IP20 NEMA 1
The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 2.5 mm 0.098 in Grey FED12.2L 1SNA399571R0400 10 5.00

3 Jumper bars 2 poles 76 A Orange BJDL12-2 1SNA399563R0400 25 7.00

4 Cross spacing jumpers 6 mm 0.236 in - 12 mm 0.473 in Orange BJDPL6.12-2 1SNA399613R0600 20 3.10

5 Test plugs DIA 2 mm 0.079 in Black FC2.MC 1SNA107239R0300 20 1.00

6 Terminal block markers Blank card White RC1010 1SNA238000R1600 1 1.30

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D16/12.2L spring terminal blocks
Feed-through with 2 connections - 12 mm 0.472 in spacing
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Ground spring terminal blocks

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Green-yellow D16/12.P.2L 1SNA399584R2200 25 56.00
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Description

 – Easy to access thanks to its front wiring entry, 

 – Clamping contact pressure non dependent on the operator and automatic creeping compensation, 

 – Numerous built-in functions: double jumper system, clearly visible top marker, test sockets, etc, 

 – Functional through ergonomic design (alignment).

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Feed-through 3 connections Grey D16/12.3L 1SNA290428R0400 10 55.00
Blue D16/12.N.3L 1SNA290429R0500 10 55.00

Orange D16/12.3L 1SNA290430R0200 10 55.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.5-25 mm² 20-4 AWG 20-4 AWG Wire stripping 
length

19 mm
Flexible 0.5-16 mm² 0.73 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A7 Ø 6.5 mm

Ø 0.256 in

Rated current / Rated cross section 76 A / 16 mm² 54 A / 4 AWG 54 A / 4 AWG
Rated short-time withstand current (1s) 1920 A

Rated voltage 1000 V 600 V 600 V
Impulse withstand voltage 8000 V

Protection IP20 NEMA 1
The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 2.5 mm 0.098 in Grey FED12.3L 1SNA291721R2600 20 5.50

3 Jumper bars 2 poles 76 A Orange BJDL12-2 1SNA399563R0400 25 7.00

4 Cross spacing jumpers 6 mm 0.236 in - 12 mm 0.473 in Orange BJDPL6.12-2 1SNA399613R0600 20 3.10

5 Test plugs DIA 2 mm 0.079 in Black FC2.MC 1SNA107239R0300 20 1.00

6 Terminal block markers Blank card White RC1010 1SNA238000R1600 1 1.30

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D16/12.3L spring terminal blocks
Feed-through with 3 connections - 12 mm 0.472 in spacing
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Ground spring terminal blocks

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Green-yellow D16/12.P.3L 1SNA290432R2000 10 72.00
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Description

 – Easy to access thanks to its front wiring entry, 

 – Clamping contact pressure non dependent on the operator and automatic creeping compensation, 

 – Numerous built-in functions: double jumper system, clearly visible top marker, test sockets, etc, 

 – Functional through ergonomic design (alignment).

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Feed-through 2 connections Grey D35/16.2L 1SNA399617R0200 10 95.00
Blue D35/16.N.2L 1SNA399618R1300 10 95.00

Yellow D35/16.2L 1SNA400183R2600 10 95.00
Red D35/16.2L 1SNA400182R2200 10 95.00

Black D35/16.2L 1SNA400181R2400 10 95.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 2.5-50 mm² 14-2 AWG Wire stripping 
length

26 mm
Flexible 2.5-35 mm² 1.02 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A9 Ø 6.5 mm

Ø 0.256 in

Rated current / Rated cross section 125 A / 35 mm² 93 A / 2 AWG
Rated short-time withstand current (1s) 4200 A

Rated voltage 1000 V 600 V
Impulse withstand voltage 8000 V

Protection IP20 NEMA 1
The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 12 mm 0.472 in Grey BADH 1SNA116900R2700 50 24.00

2 Jumper bars 2 poles 115 A Orange BJDL16-2 1SNA399621R0600 25 10.00

3 Test plugs DIA 2 mm 0.079 in Black FC2.MC 1SNA107239R0300 20 1.00

4 Terminal block markers White RC1010 1SNA238000R1600 1 1.30

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D35/16.2L spring terminal blocks
Feed-through with 2 connections - 16 mm 0.630 in spacing
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Ground spring terminal blocks

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Green-yellow D35/16.P.2L 1SNA399620R1100 10 120.00
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Description

 – Improve the safety of your installation in the event of a short-circuit thanks to our screwless rail contact, 

 – Rail contact non operator dependent, 

 – Performances above the requirements of IEC 60947-7-2 terminal block standard, 

 – Secure snap on or remove from the rail.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Screwless rail connection Green-yellow D2.5/5.P.2L 1SNA290029R0700 50 9.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.12-4 mm² 26-12 AWG 26-12 AWG Wire stripping 
length

9.5 mm
Flexible 0.12-2.5 mm² 0.37 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A2 Ø 3.5 mm

Ø 0.138 in

Rated cross section 2.5 mm² 12 AWG 12 AWG
Rated short-time withstand current (1s) 300 A

Protection IP20 NEMA 1

The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 2.5 mm 0.098 in Grey FED5.2L 1SNA291061R2400 20 2.00

3 Circuit separators 2.5 mm 0.098 in Orange SCD5.2L 1SNA291352R0400 20 2.20

4 Terminal block markers Blank card White RC510 1SNA231000R0700 1 5.20

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D2.5/5.P.2L spring terminal blocks
Ground with 2 connections - 5 mm 0.197 in spacing
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Description

 – Improve the safety of your installation in the event of a short-circuit thanks to our screwless rail contact, 

 – Rail contact non operator dependent, 

 – Performances above the requirements of IEC 60947-7-2 terminal block standard, 

 – Secure snap on or remove from the rail.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Screwless rail connection Green-yellow D2.5/5.P.3L 1SNA290039R0100 50 11.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.12-4 mm² 26-12 AWG 26-12 AWG Wire stripping 
length

9.5 mm
Flexible 0.12-2.5 mm² 0.37 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A2 Ø 3.5 mm

Ø 0.138 in

Rated cross section 2.5 mm² 12 AWG 12 AWG
Rated short-time withstand current (1s) 300 A

Protection IP20 NEMA 1

The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 2.5 mm 0.098 in Grey FED5.3L 1SNA291051R2200 20 1.90

3 Circuit separators 2.5 mm 0.098 in Orange SCD5.3L 1SNA291362R0600 20 2.60

4 Terminal block markers Blank card White RC510 1SNA231000R0700 1 5.20

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D2.5/5.P.3L spring terminal blocks
Ground with 3 connections - 5 mm 0.197 in spacing
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Description

 – Improve the safety of your installation in the event of a short-circuit thanks to our screwless rail contact, 

 – Rail contact non operator dependent, 

 – Performances above the requirements of IEC 60947-7-2 terminal block standard, 

 – Secure snap on or remove from the rail.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Screwless rail connection Green-yellow D2.5/5.P.4L 1SNA290019R0500 50 12.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.12-4 mm² 26-12 AWG 26-12 AWG Wire stripping 
length

9.5 mm
Flexible 0.12-2.5 mm² 0.37 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A2 Ø 3.5 mm

Ø 0.138 in

Rated cross section 2.5 mm² 12 AWG 12 AWG
Rated short-time withstand current (1s) 300 A

Protection IP20 NEMA 1

The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 2.5 mm 0.098 in Grey FED5.4L 1SNA291041R2000 20 2.20

3 Circuit separators 2.5 mm 0.098 in Orange SCD5.4L 1SNA291372R0000 20 2.90

4 Terminal block markers Blank card White RC510 1SNA231000R0700 1 5.20

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D2.5/5.P.4L spring terminal blocks
Ground with 4 connections - 5 mm 0.197 in spacing
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Description

 – Improve the safety of your installation in the event of a short-circuit thanks to our screwless rail contact, 

 – Rail contact non operator dependent, 

 – Performances above the requirements of IEC 60947-7-2 terminal block standard, 

 – Secure snap on or remove from the rail.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Screwless rail connection Green-yellow D2.5/5.I.P.3L 1SNA399072R0300 50 11.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.12-4 mm² 26-12 AWG 26-14 AWG Wire stripping 
length

9.5 mm
Flexible 0.12-2.5 mm² 0.37 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A2 Ø 3.5 mm

Ø 0.138 in

Rated cross section 2.5 mm² 12 AWG 14 AWG
Rated short-time withstand current (1s) 300 A

Protection IP20 NEMA 1

The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 2.5 mm 0.098 in Grey FED5.I.3L 1SNA290311R0600 20 2.10

3 Terminal block markers Blank card White RC510 1SNA231000R0700 1 5.20

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D2.5/5.I.P.3L spring terminal blocks
Ground with 3 connections - 5 mm 0.197 in spacing
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Description

 – Improve the safety of your installation in the event of a short-circuit thanks to our screwless rail contact, 

 – Rail contact non operator dependent, 

 – Performances above the requirements of IEC 60947-7-2 terminal block standard, 

 – Secure snap on or remove from the rail.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Screwless rail connection Green-yellow D2.5/5.I.P.4L 1SNA399073R0400 50 12.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.12-4 mm² 26-12 AWG 26-14 AWG Wire stripping 
length

9.5 mm
Flexible 0.12-2.5 mm² 0.37 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A2 Ø 3.5 mm

Ø 0.138 in

Rated cross section 2.5 mm² 12 AWG 14 AWG
Rated short-time withstand current (1s) 300 A

Protection IP20 NEMA 1

The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 2.5 mm 0.098 in Grey FED5.I.3L 1SNA290311R0600 20 2.10

3 Terminal block markers Blank card White RC510 1SNA231000R0700 1 5.20

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D2.5/5.I.P.4L spring terminal blocks
Ground with 4 connections - 5 mm 0.197 in spacing
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Description

 – Improve the safety of your installation in the event of a short-circuit thanks to our screwless rail contact, 

 – Rail contact non operator dependent, 

 – Performances above the requirements of IEC 60947-7-2 terminal block standard, 

 – Secure snap on or remove from the rail.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Screwless rail connection Green-yellow D4/6.P.2L 1SNA290069R1700 50 12.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.2-6 mm² 24-10 AWG 24-10 AWG Wire stripping 
length

11 mm
Flexible 0.2-4 mm² 0.43 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A4 Ø 4 mm

Ø 0.157 in

Rated cross section 4.0 mm² 10 AWG 10 AWG
Rated short-time withstand current (1s) 480 A

Protection IP20 NEMA 1

The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 2.5 mm 0.098 in Grey FED5.2L 1SNA291061R2400 20 2.00

3 Circuit separators 2.5 mm 0.098 in Orange SCD5.2L 1SNA291352R0400 20 2.20

4 Terminal block markers Blank card White RC610 1SNA233000R0100 1 7.50

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D4/6.P.2L spring terminal blocks
Ground with 2 connections - 6 mm 0.236 in spacing
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Description

 – Improve the safety of your installation in the event of a short-circuit thanks to our screwless rail contact, 

 – Rail contact non operator dependent, 

 – Performances above the requirements of IEC 60947-7-2 terminal block standard, 

 – Secure snap on or remove from the rail.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Screwless rail connection Green-yellow D4/6.P.3L 1SNA290409R1200 50 11.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.2-6 mm² 24-10 AWG 24-10 AWG Wire stripping 
length

11 mm
Flexible 0.2-4 mm² 0.43 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A4 Ø 4 mm

Ø 0.157 in

Rated cross section 4.0 mm² 10 AWG 10 AWG
Rated short-time withstand current (1s) 480 A

Protection IP20 NEMA 1

The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 2.5 mm 0.098 in Grey FED6.3L 1SNA291694R2400 20 2.50

3 Terminal block markers Blank card White RC610 1SNA233000R0100 1 7.50

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D4/6.P.3L spring terminal blocks
Ground with 3 connections - 6 mm 0.236 in spacing
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Description

 – Improve the safety of your installation in the event of a short-circuit thanks to our screwless rail contact, 

 – Rail contact non operator dependent, 

 – Performances above the requirements of IEC 60947-7-2 terminal block standard, 

 – Secure snap on or remove from the rail.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Screwless rail connection Green-yellow D4/6.P.4L 1SNA290414R2600 50 14.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.2-6 mm² 24-10 AWG 24-10 AWG Wire stripping 
length

11 mm
Flexible 0.2-4 mm² 0.43 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A4 Ø 4 mm

Ø 0.157 in

Rated cross section 4.0 mm² 10 AWG 10 AWG
Rated short-time withstand current (1s) 480 A

Protection IP20 NEMA 1

The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 2.5 mm 0.098 in Grey FED6.4L 1SNA291696R2600 20 2.85

3 Terminal block markers Blank card White RC610 1SNA233000R0100 1 7.50

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D4/6.P.4L spring terminal blocks
Ground with 4 connections - 6 mm 0.236 in spacing
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Description

 – Improve the safety of your installation in the event of a short-circuit thanks to our screwless rail contact, 

 – Rail contact non operator dependent, 

 – Performances above the requirements of IEC 60947-7-2 terminal block standard, 

 – Secure snap on or remove from the rail.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Screwless rail connection Green-yellow D6/8.P.2L 1SNA290089R0400 50 16.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.5-10 mm² 22-8 AWG 22-8 AWG Wire stripping 
length

12.5 mm
Flexible 0.5-6 mm² 0.49 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A5 Ø 5.5 mm

Ø 0.217 in

Rated cross section 6.0 mm² 8 AWG 8 AWG
Rated short-time withstand current (1s) 720 A

Protection IP20 NEMA 1

The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 2.5 mm 0.098 in Grey FED8.2L 1SNA291161R2500 20 2.00

3 Terminal block markers Blank card White RC810 1SNA234000R0200 1 8.20

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D6/8.P.2L spring terminal blocks
Ground with 2 connections - 8 mm 0.315 in spacing
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Description

 – Improve the safety of your installation in the event of a short-circuit thanks to our screwless rail contact, 

 – Rail contact non operator dependent, 

 – Performances above the requirements of IEC 60947-7-2 terminal block standard, 

 – Secure snap on or remove from the rail.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Screwless rail connection Green-yellow D6/8.P.3L 1SNA290422R2600 30 20.80

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.5-10 mm² 20-8 AWG 22-8 AWG Wire stripping 
length

11 mm
Flexible 0.5-6 mm² 0.42 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A5 Ø 5.5 mm

Ø 0.217 in

Rated cross section 6.0 mm² 8 AWG 8 AWG
Rated short-time withstand current (1s) 720 A

Protection IP20 NEMA 1

The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 2.5 mm 0.098 in Grey FED8.3L 1SNA291711R2400 20 3.40

3 Terminal block markers Blank card White RC810 1SNA234000R0200 1 8.20

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D6/8.P.3L spring terminal blocks
Ground with 3 connections - 8 mm 0.315 in spacing
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Description

 – Improve the safety of your installation in the event of a short-circuit thanks to our screwless rail contact, 

 – Rail contact non operator dependent, 

 – Performances above the requirements of IEC 60947-7-2 terminal block standard, 

 – Secure snap on or remove from the rail.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Screwless rail connection Green-yellow D10/10.1.P.2L 1SNA290309R2500 25 28.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.5-16 mm² 20-6 AWG 20-6 AWG Wire stripping 
length

12 mm
Flexible 0.5-10 mm² 0.47 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge B6 Ø 5.5 mm

Ø 0.217 in

Rated cross section 10.0 mm² 6 AWG 6 AWG
Rated short-time withstand current (1s) 1200 A

Protection IP20 NEMA 1

The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR cCSAus
C US

Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 2.5 mm 0.098 in Grey FED10.2L 1SNA291461R2200 20 4.10

3 Jumper bars 2 poles 57 A Orange BJDL1.10.2 1SNA291472R2500 50 2.45

4 Terminal block markers Blank card White RC1010 1SNA238000R1600 1 1.30

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D10/10.1.P.2L spring terminal blocks
Ground with 2 connections - 10 mm 0.394 in spacing
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Description

 – Improve the safety of your installation in the event of a short-circuit thanks to our screwless rail contact, 

 – Rail contact non operator dependent, 

 – Performances above the requirements of IEC 60947-7-2 terminal block standard, 

 – Secure snap on or remove from the rail.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Screwless rail connection Green-yellow D10/10.P.3L 1SNA290427R2300 25 40.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.5-16 mm² 20-6 AWG 22-8 AWG Wire stripping 
length

12 mm
Flexible 0.5-10 mm² 0.47 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge B6 Ø 5.5 mm

Ø 0.217 in

Rated cross section 10.0 mm² 6 AWG 8 AWG
Rated short-time withstand current (1s) 1200 A

Protection IP20 NEMA 1

The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 2.5 mm 0.098 in Grey FED10.3L 1SNA291731R2000 20 4.00

3 Jumper bars 2 poles 57 A Orange BJDL1.10.2 1SNA291472R2500 50 2.45

4 Terminal block markers Blank card White RC1010 1SNA238000R1600 1 1.30

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D10/10.P.3L spring terminal blocks
Ground with 3 connections - 10 mm 0.394 in spacing
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Description

 – Improve the safety of your installation in the event of a short-circuit thanks to our screwless rail contact, 

 – Rail contact non operator dependent, 

 – Performances above the requirements of IEC 60947-7-2 terminal block standard, 

 – Secure snap on or remove from the rail.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Screwless rail connection Green-yellow D16/12.P.2L 1SNA399584R2200 25 56.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.5-25 mm² 20-6 AWG 20-4 AWG Wire stripping 
length

19 mm
Flexible 0.5-16 mm² 0.73 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A7 Ø 6.5 mm

Ø 0.256 in

Rated cross section 16.0 mm² 6 AWG 4 AWG
Rated short-time withstand current (1s) 1920 A

Protection IP20 NEMA 1

The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 2.5 mm 0.098 in Grey FED12.2L 1SNA399571R0400 10 5.00

3 Jumper bars 2 poles 76 A Orange BJDL12-2 1SNA399563R0400 25 7.00

4 Terminal block markers Blank card White RC1010 1SNA238000R1600 1 1.30

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D16/12.P.2L spring terminal blocks
Ground with 2 connections - 12 mm 0.472 in spacing
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Description

 – Improve the safety of your installation in the event of a short-circuit thanks to our screwless rail contact, 

 – Rail contact non operator dependent, 

 – Performances above the requirements of IEC 60947-7-2 terminal block standard, 

 – Secure snap on or remove from the rail.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Screwless rail connection Green-yellow D16/12.P.3L 1SNA290432R2000 10 72.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.5-25 mm² 20-4 AWG Wire stripping 
length

19 mm
Flexible 0.5-16 mm² 0.72 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A7 Ø 6.5 mm

Ø 0.256 in

Rated cross section 16.0 mm² 4 AWG
Rated short-time withstand current (1s) 1920 A

Protection IP20 NEMA1 

The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 2.5 mm 0.098 in Grey FED12.3L 1SNA291721R2600 20 5.50

3 Jumper bars 2 poles 76 A Orange BJDL12-2 1SNA399563R0400 25 7.00

4 Terminal block markers Blank card White RC1010 1SNA238000R1600 1 1.30

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D16/12.P.3L spring terminal blocks
Ground with 3 connections - 12 mm 0.472 in spacing
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Description

 – Improve the safety of your installation in the event of a short-circuit thanks to our screwless rail contact, 

 – Rail contact non operator dependent, 

 – Performances above the requirements of IEC 60947-7-2 terminal block standard, 

 – Secure snap on or remove from the rail.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Screwless rail connection Green-yellow D35/16.P.2L 1SNA399620R1100 10 120.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 2.5-50 mm² Wire stripping 
length

26 mm
Flexible 2.5-35 mm² 1.02 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A9 Ø 6.5 mm

Ø 0.256 in

Rated cross section 35.0 mm²

Rated short-time withstand current (1s) 4200 A

Protection IP20 NEMA 1

The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 12 mm 0.472 in Grey BADH 1SNA116900R2700 50 24.00

2 Jumper bars 2 poles 115 A Orange BJDL16-2 1SNA399621R0600 25 10.00

3 Terminal block markers Blank card White RC1010 1SNA238000R1600 1 1.30

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D35/16.P.2L spring terminal blocks
Ground with 2 connections - 16 mm 0.630 in spacing
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Description

 – Save space with double deck terminal block in just 5 mm 0.197 in spacing, 

 – Easy to access thanks to its front wiring entry, 

 – Clamping contact pressure non dependent on the operator and automatic creeping compensation, 

 – Numerous built-in functions: jumper system, clearly visible top marker, test sockets, etc.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Feed-through 2 feed-through circuits, 
4 connections

Grey D2.5/5.D2.L 1SNA290161R0000 50 13.00
Blue D2.5/5.D2.N.L 1SNA290163R0200 50 13.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.12-4 mm² 26-12 AWG 26-12 AWG Wire stripping 
length

9.5 mm
Flexible 0.12-2.5 mm² 0.37 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A2 Ø 3.5 mm

Ø 0.138 in

Rated current / Rated cross section 20 A / 2.5 mm² 20 A / 12 AWG 20 A / 12 AWG
Rated short-time withstand current (1s) 300 A

Rated voltage 500 V 300 V 300 V
Impulse withstand voltage 6000 V

Protection IP20 NEMA 1
The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR cCSAus
C US

Gost R

Notes

Mounting of the inner deck jumper bar between decks (ITVE.L).

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 12 mm 0.472 in Grey BADH 1SNA116900R2700 50 24.00

2 End sections 2.5 mm 0.098 in Grey FED5.D.L 1SNA291441R2600 20 4.20

3 Jumper bars 2 poles 24 A Orange BJDL5-2 1SNA291102R2300 50 1.00

3 poles BJDL5-3 1SNA291103R2400 50 0.70

4 poles BJDL5-4 1SNA291104R2500 50 0.80

5 poles BJDL5-5 1SNA291105R2600 20 0.90

10 poles BJDL5-10 1SNA291110R2600 20 1.20

4 Test plugs DIA 2 mm 0.079 in Black FC2.MC 1SNA107239R0300 20 1.00

5 Inner deck jumper bars ITVE.L 1SNA291349R1100 50 0.40

6 Terminal block markers Blank card White RC510 1SNA231000R0700 1 5.20

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D2.5/5.D2.L spring terminal blocks
Double deck - 5 mm 0.197 in spacing
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Description

 – Save space with triple deck terminal block in just 5 mm 0.197 in spacing, 

 – Easy to access thanks to its front wiring entry, 

 – Clamping contact pressure non dependent on the operator and automatic creeping compensation, 

 – Numerous built-in functions: jumper system, clearly visible top marker, test sockets, etc.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Feed-through 3 feed-through circuits, 
6 connections

Grey D2.5/5.T3.L 1SNA290456R0000 25 20.20

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.14-4 mm² 24-14 AWG 24-14 AWG Wire stripping 
length

9.5 mm
Flexible 0.14-2.5 mm² 0.37 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A2 Ø 3.5 mm

Ø 0.138 in

Rated current / Rated cross section 20 A / 2.5 mm² 15 A / 14 AWG 16 A / 14 AWG
Rated short-time withstand current (1s) 300 A

Rated voltage 500 V 150 V 150 V
Impulse withstand voltage 6000 V

Protection IP20 NEMA 1
The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 12 mm 0.472 in Grey BADH 1SNA116900R2700 50 24.00

2 End sections 2.5 mm 0.098 in Grey FED5.T3.L 1SNA291817R1700 20 6.60

3 Jumper bars 2 poles 24 A Orange BJDL5-2 1SNA291102R2300 50 1.00

3 poles BJDL5-3 1SNA291103R2400 50 0.70

4 poles BJDL5-4 1SNA291104R2500 50 0.80

5 poles BJDL5-5 1SNA291105R2600 20 0.90

10 poles BJDL5-10 1SNA291110R2600 20 1.20

4 Test plugs DIA 2 mm 0.079 in Black FC2.MC 1SNA107239R0300 20 1.00

5 Terminal block markers Blank card White RC510 1SNA231000R0700 1 5.20

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D2.5/5.T3.L spring terminal blocks
Triple deck - 5 mm 0.197 in spacing
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Ground spring terminal blocks

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Green-yellow D2.5/5.T1.P.L 1SNA290459R1300 25 25.80
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Description

 – Save space with triple deck terminal block in just 5 mm 0.197 in spacing, 

 – Easy to access thanks to its front wiring entry, 

 – Clamping contact pressure non dependent on the operator and automatic creeping compensation, 

 – Numerous built-in functions: jumper system, clearly visible top marker, test sockets, etc.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Feed-through + 
ground

3 feed-through circuits 
+ 1 ground, 
7 connections

Grey, 

Green-Yellow

D2.5/5.T3.P.L 1SNA290458R1200 25 24.40

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.14-4 mm² 24-14 AWG 24-14 AWG Wire stripping 
length

9.5 mm
Flexible 0.14-2.5 mm² 0.37 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A2 Ø 3.5 mm

Ø 0.138 in

Rated current / Rated cross section 20 A / 2.5 mm²  / 14 AWG  / 14 AWG
Rated short-time withstand current (1s) 300 A

Rated voltage 500 V

Impulse withstand voltage 6000 V

Protection IP20 NEMA 1
The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 12 mm 0.472 in Grey BADH 1SNA116900R2700 50 24.00

2 End sections 2.5 mm 0.098 in Grey FED5.T3.P.L 1SNA291818R2000 20 7.20

3 Jumper bars 2 poles 24 A Orange BJDL5-2 1SNA291102R2300 50 1.00

3 poles BJDL5-3 1SNA291103R2400 50 0.70

4 poles BJDL5-4 1SNA291104R2500 50 0.80

5 poles BJDL5-5 1SNA291105R2600 20 0.90

10 poles BJDL5-10 1SNA291110R2600 20 1.20

4 Test plugs DIA 2 mm 0.079 in Black FC2.MC 1SNA107239R0300 20 1.00

5 Terminal block markers Blank card White RC510 1SNA231000R0700 1 5.20

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D2.5/5.T3.P.L spring terminal blocks
Triple deck + ground - 5 mm 0.197 in spacing
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Description

 – Save space with triple deck terminal block in just 5 mm 0.197 in spacing, 

 – Easy to access thanks to its front wiring entry, 

 – Clamping contact pressure non dependent on the operator and automatic creeping compensation, 

 – Numerous built-in functions: jumper system, clearly visible top marker, test sockets, etc.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Feed-through 1 feed-through circuit, 
6 connections

Black D2.5/5.T1.L 1SNA290457R0100 25 21.60

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.14-4 mm² 24-14 AWG 24-14 AWG Wire stripping 
length

9.5 mm
Flexible 0.14-2.5 mm² 0.37 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A2 Ø 3.5 mm

Ø 0.138 in

Rated current / Rated cross section 24 A / 2.5 mm² 15 A / 14 AWG 20 A / 14 AWG
Rated short-time withstand current (1s) 300 A

Rated voltage 500 V 150 V 150 V
Impulse withstand voltage 6000 V

Protection IP20 NEMA 1
The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 12 mm 0.472 in Grey BADH 1SNA116900R2700 50 24.00

2 End sections 2.5 mm 0.098 in Grey FED5.T3.L 1SNA291817R1700 20 6.60

3 Jumper bars 2 poles 24 A Orange BJDL5-2 1SNA291102R2300 50 1.00

3 poles BJDL5-3 1SNA291103R2400 50 0.70

4 poles BJDL5-4 1SNA291104R2500 50 0.80

5 poles BJDL5-5 1SNA291105R2600 20 0.90

10 poles BJDL5-10 1SNA291110R2600 20 1.20

4 Test plugs DIA 2 mm 0.079 in Black FC2.MC 1SNA107239R0300 20 1.00

5 Terminal block markers Blank card White RC510 1SNA231000R0700 1 5.20

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D2.5/5.T1.L spring terminal blocks
Triple deck - 5 mm 0.197 in spacing
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Ground spring terminal blocks

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Green-yellow D2.5/5.T1.P.L 1SNA290459R1300 25 25.80
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Description

 – Save space with triple terminal block in just 5 mm 0.197 in spacing, 

 – Easy to access thanks to its front wiring entry, 

 – Clamping contact pressure non dependent on the operator and automatic creeping compensation.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Ground Screwless rail connection Green-yellow D2.5/5.T1.P.L 1SNA290459R1300 25 25.80

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.14-4 mm² 24-14 AWG 24-14 AWG Wire stripping 
length

9.5 mm
Flexible 0.14-2.5 mm² 0.37 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A2 Ø 3.5 mm

Ø 0.138 in

Rated cross section 2.5 mm² 14 AWG 14 AWG
Rated short-time withstand current (1s) 300 A

Protection IP20 NEMA 1

The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 12 mm 0.472 in Grey BADH 1SNA116900R2700 50 24.00

2 End sections 2.5 mm 0.098 in Grey FED5.T3.P.L 1SNA291818R2000 20 7.20

3 Test plugs DIA 2 mm 0.079 in Black FC2.MC 1SNA107239R0300 20 1.00

4 Terminal block markers Blank card White RC510 1SNA231000R0700 1 5.20

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D2.5/5.T1.P.L spring terminal blocks
Ground with 7 connections - 5 mm 0.197 in spacing
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Description

 – Ease your disconnect operations with the disconnect knife blade operated by hand or with a screwdriver, 

 – Easy to access thanks to its front wiring entry, 

 – Clamping contact pressure non dependent on the operator and automatic creeping compensation, 

 – Numerous built-in functions: double jumper system, clearly visible top marker, test sockets, etc, 

 – Functional through ergonomic design (alignment).

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Disconnect 2 connections Grey, orange D2.5/5.SNBT.2L 1SNA290041R0300 50 7.00
Blue, orange D2.5/5.SNBT.2L 1SNA290044R0600 50 7.00

Orange, orange D2.5/5.SNBT.2L 1SNA290042R0400 50 7.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.12-4 mm² 26-12 AWG 26-12 AWG Wire stripping 
length

9.5 mm
Flexible 0.12-2.5 mm² 0.37 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A2 Ø 3.5 mm

Ø 0.138 in

Rated current / Rated cross section 10 A / 2.5 mm² 8 A / 12 AWG 8 A / 12 AWG
Rated short-time withstand current (1s) 120 A

Rated voltage 500 V 600 V 600 V
Impulse withstand voltage 6000 V

Protection IP20 NEMA 1
The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 2.5 mm 0.098 in Grey FED5.2L 1SNA291061R2400 20 2.00

3 Jumper bars 2 poles 24 A Orange BJDL5-2 1SNA291102R2300 50 1.00

3 poles BJDL5-3 1SNA291103R2400 50 0.70

4 poles BJDL5-4 1SNA291104R2500 50 0.80

5 poles BJDL5-5 1SNA291105R2600 20 0.90

10 poles BJDL5-10 1SNA291110R2600 20 1.20

4 Cross spacing 
jumpers

5 mm 0.200 in - 6 mm 0.236 in Orange BJDPL5.6-2 1SNA291150R0600 20 0.20

5 mm 0.200 in - 8 mm 0.315 in BJDPL5.8-2 1SNA291160R0000 20 1.65

5 mm 0.200 in - 10 mm 0.400 in BJDPL5.10-2 1SNA291480R2200 20 0.50

5 Test plugs DIA 2 mm 0.079 in Black FC2.MC 1SNA107239R0300 20 1.00

6 Shield connectors CBD5.2L 1SNA291077R2400 50 2.00

7 Terminal block markers Blank card White RC510 1SNA231000R0700 1 5.20

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D2.5/5.SNBT.2L spring terminal blocks
Disconnect with blade - with test socket - 5 mm 0.197 in spacing
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Feed-through spring terminal blocks

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Feed-through Grey D2.5/5.2L 1SNA290021R2700 50 6.00
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Description

 – Ease your disconnect operations with the disconnect knife blade operated by hand or with a screwdriver, 

 – Easy to access thanks to its front wiring entry, 

 – Clamping contact pressure non dependent on the operator and automatic creeping compensation, 

 – Numerous built-in functions: double jumper system, clearly visible top marker, test sockets, etc, 

 – Functional through ergonomic design (alignment).

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Disconnect 4 connections Grey, orange D2.5/5.SNBT.4L 1SNA290131R2200 50 10.00
Blue, orange D2.5/5.SNBT.N.4L 1SNA290134R2500 50 10.00

Orange, orange D2.5/5.SNBT.4L 1SNA290132R2300 50 10.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.12-4 mm² 26-12 AWG Wire stripping 
length

9.5 mm
Flexible 0.12-2.5 mm² 0.37 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A2 Ø 3.5 mm

Ø 0.138 in

Rated current / Rated cross section 10 A / 2.5 mm² 20 A / 12 AWG
Rated short-time withstand current (1s) 120 A

Rated voltage 500 V 300 V
Impulse withstand voltage 6000 V

Protection IP20 NEMA 1
The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS cCSAus
C US

Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 2.5 mm 0.098 in Grey FED5.4L 1SNA291041R2000 20 2.20

3 Jumper bars 2 poles 24 A Orange BJDL5-2 1SNA291102R2300 50 1.00

3 poles BJDL5-3 1SNA291103R2400 50 0.70

4 poles BJDL5-4 1SNA291104R2500 50 0.80

5 poles BJDL5-5 1SNA291105R2600 20 0.90

10 poles BJDL5-10 1SNA291110R2600 20 1.20

4 Cross spacing 
jumpers

5 mm 0.200 in - 6 mm 0.236 in Orange BJDPL5.6-2 1SNA291150R0600 20 0.20

5 mm 0.200 in - 8 mm 0.315 in BJDPL5.8-2 1SNA291160R0000 20 1.65

5 mm 0.200 in - 10 mm 0.400 in BJDPL5.10-2 1SNA291480R2200 20 0.50

5 Test plugs DIA 2 mm 0.079 in Black FC2.MC 1SNA107239R0300 20 1.00

6 Terminal block markers Blank card White RC510 1SNA231000R0700 1 5.20

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D2.5/5.SNBT.4L spring terminal blocks
Disconnect with blade - with test socket - 5 mm 0.197 in spacing
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Feed-through spring terminal blocks

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Feed-through Grey D2.5/5.4L 1SNA290011R2500 50 8.00
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Description

 – Protect your circuits with 5 x 20 and 5x 25 fuse terminal blocks (fuse not supplied with the terminal blocks), 

 – Easy to access thanks to its front wiring entry, 

 – Clamping contact pressure non dependent on the operator and automatic creeping compensation.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Fuse With 2 test sockets 

DIA 2 mm 0.079 in
Grey D2.5/8.SFT.2L 1SNA290091R2600 50 14.00

Orange D2.5/8.SFT.2L 1SNA290092R2700 50 14.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.12-4 mm² 26-12 AWG 26-12 AWG Wire stripping 
length

9.5 mm
Flexible 0.12-2.5 mm² 0.37 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A2 Ø 3.5 mm

Ø 0.138 in

Rated current / Rated cross section 6.3 A / 2.5 mm² 8 A / 12 AWG 8 A / 12 AWG
Rated short-time withstand current (1s)

Rated voltage 630 V 600 V 600 V
Impulse withstand voltage 8000 V

Protection IP20 NEMA 1
The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 3 mm 0.118 in Grey FED8SF.2L 1SNA291131R1700 20 3.50

3 Jumper bars 2 poles 41 A Orange BJDL8-2 1SNA291122R1600 50 0.20

3 poles BJDL8-3 1SNA291123R1700 50 0.40

4 poles BJDL8-4 1SNA291144R2400 50 0.50

5 poles BJDL8-5 1SNA291145R2500 20 3.90

4 Cross spacing 
jumpers

5 mm 0.200 in - 8 mm 0.315 in Orange BJDPL5.8-2 1SNA291160R0000 20 1.65

6 mm 0.236 in - 8 mm 0.315 in BJDPL6.8-2 1SNA291170R0200 20 0.20

8 mm 0.315 in - 10 mm 0.400 in BJDPL8.10-2 1SNA291484R1200 20 1.50

5 Test plugs DIA 2 mm 0.079 in Black FC2.MC 1SNA107239R0300 20 1.00

6 Fuses 0.5 A FU520 1SNA008288R1500 10

1 A 1SNA008290R1300 10

2 A 1SNA008291R0000 10

7 Assembly rods 2 poles TGA8 1SNA168672R1100 10 1.00

3 poles 1SNA168673R1200 10

4 poles 1SNA168674R1300 10

8 Spring retaining rings ANT 1SNA168675R1400 10

9 Terminal block markers Blank card White RC610 1SNA233000R0100 1 7.50

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D2.5/8.SF.2L spring terminal blocks
For 5 x 20 and 5 x 25 fuses - with test socket - 8 mm 0.315 in spacing
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Disconnect spring terminal blocks

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Disconnect Grey, blue D2.5/8.SNT.2L 1SNA290097R2400 50 15.00
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Description

 – Protect your circuits with 5 x 20 and 5x 25 fuse terminal blocks (fuse not delivered with the terminal blocks), 

 – Quickly identify the defective circuit thanks to the blown fuse indicator, 

 – Easy to access thanks to the front wiring entry, 

 – Clamping contact pressure non dependent on the operator and automatic creeping compensation.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Fuse With blown fuse indicator by 
neon lamp 110-230 V AC 
and 2 test sockets 

DIA 2 mm 0.079 in

Grey D2.5/8.SFLT.2L 1SNA290093R2000 50 15.00

With blown fuse indicator by 
LED 24 VAC/DC and 2 test 

sockets DIA 2 mm 0.079 in

Grey D2.5/8.SFDT.2L 1SNA290094R2100 50 15.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.12-4 mm² 26-12 AWG 26-12 AWG Wire stripping 
length

9.5 mm
Flexible 0.12-2.5 mm² 0.37 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A2 Ø 3.5 mm

Ø 0.138 in

Rated current / Rated cross section 6.3 A / 2.5 mm² 8 A / 12 AWG 8 A / 12 AWG
Rated short-time withstand current (1s)

Rated voltage 630 V 600 V 600 V
Impulse withstand voltage 8000 V

Protection IP20 NEMA 1
The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR CSA Gost R

Notes

Leakage current:  24 V: < 4.5 mA 

110 V: < 0.5 mA 

230 V: < 0.7 mA

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 3 mm 0.118 in Grey FED8SF.2L 1SNA291131R1700 20 3.50

3 Jumper bars 2 poles 41 A Orange BJDL8-2 1SNA291122R1600 50 0.20

3 poles BJDL8-3 1SNA291123R1700 50 0.40

4 poles BJDL8-4 1SNA291144R2400 50 0.50

5 poles BJDL8-5 1SNA291145R2500 20 3.90

4 Cross spacing 
jumpers

5 mm 0.200 in - 8 mm 0.315 in Orange BJDPL5.8-2 1SNA291160R0000 20 1.65

6 mm 0.236 in - 8 mm 0.315 in BJDPL6.8-2 1SNA291170R0200 20 0.20

8 mm 0.315 in - 10 mm 0.400 in BJDPL8.10-2 1SNA291484R1200 20 1.50

5 Test plugs DIA 2 mm 0.079 in Black FC2.MC 1SNA107239R0300 20 1.00

6 Fuses 0.5 A FU520 1SNA008288R1500 10

1 A 1SNA008290R1300 10

2 A 1SNA008291R0000 10

7 Assembly rods 2 poles TGA8 1SNA168672R1100 10 1.00

3 poles 1SNA168673R1200 10

4 poles 1SNA168674R1300 10

8 Spring retaining rings ANT 1SNA168675R1400 10

9 Terminal block markers Blank card White RC610 1SNA233000R0100 1 7.50

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D2.5/8.SF.2L spring terminal blocks
For 5 x 20 and 5 x 25 fuses - with blown fuse indicator and test 
sockets - 8 mm 0.315 in spacing
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Disconnect spring terminal blocks

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Disconnect Profile aligned with D2.5/8.SF.. Grey, blue D2.5/8.SNT.2L 1SNA290097R2400 50 15.00
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Description

Save space with compact overall dimensions terminal blocks, 

 – Link bar for lever included in terminal block.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Disconnect 2 connections Grey, blue D2.5/8.SNT.2L 1SNA290097R2400 50 15.00

Main technical data Mounting instructions

Connecting capacity IEC UL CSA Rail TH 35-7.5, 
TH 35-15

1 conductor 
per clamp

Rigid - Solid / Stranded 0.12-4 mm² 26-12 AWG 26-12 AWG Wire stripping 
length

9.5 mm
Flexible 0.12-2.5 mm² 0.37 in
with non insulated ferrule

with insulated ferrule Tool Flat screwdriver

Gauge A2 Ø 3.5 mm

Ø 0.138 in

Rated current / Rated cross section 6.3 A / 2.5 mm² 8 A / 12 AWG 8 A / 12 AWG
Rated short-time withstand current (1s) 90 A

Rated voltage 630 V 600 V 600 V
Impulse withstand voltage 8000 V

Protection IP20 NEMA 1
The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR CSA Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 9 mm 0.354 in Grey BADL 1SNA399903R0200 50 4.70

10 mm 0.394 in BAM2 1SNA206351R1600 50 12.00

2 End sections 3 mm 0.118 in Grey FED8SF.2L 1SNA291131R1700 20 3.50

3 Jumper bars 2 poles 41 A Orange BJDL8-2 1SNA291122R1600 50 0.20

3 poles BJDL8-3 1SNA291123R1700 50 0.40

4 poles BJDL8-4 1SNA291144R2400 50 0.50

5 poles BJDL8-5 1SNA291145R2500 20 3.90

4 Cross spacing 
jumpers

5 mm 0.200 in - 8 mm 0.315 in Orange BJDPL5.8-2 1SNA291160R0000 20 1.65

6 mm 0.236 in - 8 mm 0.315 in BJDPL6.8-2 1SNA291170R0200 20 0.20

8 mm 0.315 in - 10 mm 0.400 in BJDPL8.10-2 1SNA291484R1200 20 1.50

5 Test plugs DIA 2 mm 0.079 in Black FC2.MC 1SNA107239R0300 20 1.00

6 Assembly rods 2 poles TGA8 1SNA168672R1100 10 1.00

3 poles 1SNA168673R1200 10

4 poles 1SNA168674R1300 10

7 Spring retaining rings ANT 1SNA168675R1400 10

8 Terminal block markers Blank card White RC610 1SNA233000R0100 1 7.50

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D2.5/8.SNT.2L spring terminal blocks
Disconnect with lever - 8 mm 0.315 in spacing
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Fuse spring terminal blocks

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Fuse Grey D2.5/8.SFT.2L 1SNA290091R2600 50 14.00
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Overview   136

Feed-through stud 

35 mm² / 1 AWG D35/27.FF  137

70 mm² / 000 AWG D70/32.FF  138

120 mm² / 300 Kcmil D120/42.FF  139

185 mm² / 500 Kcmil D185/55.FF 140

300 mm² / 1000 Kcmil D300/55.FF 141

Feed-through stud and screw clamp

35 mm² / 1 AWG  D35/27.AF  142

70 mm² / 000 AWG  D70/32.AF  143

120 mm² / 300 AWG  D120/42.AF 144

185 mm² / 500 AWG  D185/55.AF 145

Mounting instructions    146

SNA series, terminal blocks
Stud technology
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SNA series, terminal blocks
Stud technology

Feed-through

Section

IEC UL/CSA

35 mm² 1 AWG D35/27.FF 27 mm 1.063 in D35/27.AF 27 mm 1.063 in

70 mm² 000 AWG D70/32.FF 32 mm 1.260 in D70/32.AF 32 mm 1.260 in

120 mm² 300 Kcmil D120/42.FF 42 mm 1.654 in D120/42.AF 42 mm 1.654 in

185 mm² 500 Kcmil D185/55.FF 55 mm 2.165 in D185/55.AF 55 mm 2.165 in

300 mm² 1000 Kcmil D300/55.FF 55 mm 2.165 in

 Terminal  -   Hole for testing or jumpering
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35 mm²

1 AWG

Description

 – Rated cross section up to 300 mm² / 1000 Kcmil, IP20 protection cover, 

 – Holding foot on DIN 3 rail with two position for easy mounting, lug mounting in accordance with NF C 20-130 

and DIN 46234, various marking options, rail or base mounting.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Feed-through 2 studs M6 without cover Grey D35/27.FF 1SNA190001R2000 10 130.00

Main technical data Mounting instructions
Connecting capacity NFC DIN UL CSA Rail TH 35-7.5, 

TH 35-15Lugs Rigid - Solid / Stranded 2.5-35 mm² 2.5-50 mm² 1 AWG
Flexible 2.5-35 mm² 2.5-35 mm² Lugs Wrench

Gauge C4 Tool H10 mm

IEC UL CSA Torque 3 - 6 N.m

Screw clamp Rigid - Solid / Stranded 26.1 - 52 lb.in
Flexible Jumper screw Allen key

Gauge Tool 6 mm
0.236 in

IEC UL CSA Torque 6 - 12 N.m
Bar 52 - 104 lb.in
Rated current 125 A 125 A Screw clamp

Rated cross section 35 mm² 1 AWG Tool

Rated voltage 1000 V 600 V
Impulse withstand voltage 8000 V Torque

Wire stripping 
length

The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 12 mm 0.472 in Grey BADH 1SNA116900R2700 50 24.00

2 Jumper bars 2 poles BJS27-2 1SNA205772R1300 5 34.00

3 poles BJS27-3 1SNA205773R1400 5 52.00

3 Splitters For 6.35x0.8mm faston clips and screws DRF6 1SNA205767R1600 10 4.00

4 Protecting covers IP20 rotating protecting cover Grey CPUF35 1SNA190016R1600 10 8.30

5 Terminal block markers Blank card White RC810 1SNA234000R0200 1 8.20

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D35/27.FF power terminal blocks
Feed-through - 27 mm 1.062 in spacing
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70 mm²

000 AWG

Description

 – Rated cross section up to 300 mm2 / 1000 Kcmil, IP20 protection cover, 

 – Holding foot on DIN 3 rail with two position for easy mounting, lug mounting in accordance with NF C 20-130 and 

DIN 46234, various marking options, rail or base mounting.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Feed-through 2 studs M8 without cover Grey D70/32.FF 1SNA190002R2100 3 269.00

Main technical data Mounting instructions
Connecting capacity NFC DIN UL CSA Rail TH 35-7.5, 

TH 35-15Lugs Rigid - Solid / Stranded 6-95 mm² 6-70 mm² 000 AWG
Flexible 6-70 mm² 6-70 mm² Lugs Wrench

Gauge C6 Tool H13 mm

IEC UL CSA Torque 6 - 12 N.m

Screw clamp Rigid - Solid / Stranded 52 - 104 lb.in
Flexible Jumper screw Allen key

Gauge Tool 6 mm
0.236 in

IEC UL CSA Torque 6 - 12 N.m
Bar 52 - 104 lb.in
Rated current 192 A 170 A Screw clamp

Rated cross section 70 mm² 000 AWG Tool

Rated voltage 1000 V 600 V
Impulse withstand voltage 8000 V Torque

Wire stripping 
length

The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 12 mm 0.472 in Grey BADH 1SNA116900R2700 50 24.00

2 Jumper bars 2 poles BJS32-2 1SNA205774R1500 5 66.00

3 poles BJS32-3 1SNA205775R1600 5 105.80

3 Splitters For 6.35x0.8mm faston clips and screws DRF8 1SNA205768R2700 10 5.00

4 Protecting covers IP20 rotating protecting cover Grey CPUF70 1SNA190017R1700 10 12.00

5 Terminal block markers Blank card White RC810 1SNA234000R0200 1 8.20

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D70/32.FF power terminal blocks
Feed-through - 32 mm 1.260 in spacing
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120 mm²

300 Kcmil

Description

 – Rated cross section up to 300 mm² / 1000 Kcmil, IP20 protection cover, 

 – Holding foot on DIN 3 rail with two position for easy mounting, lug mounting in accordance with NF C 20-130 and 

DIN 46234, various marking options, rail or base mounting.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Feed-through 2 studs M10 without 

cover

Grey D120/42.FF 1SNA190003R2200 1 423.00

Main technical data Mounting instructions
Connecting capacity NFC DIN UL CSA Rail TH 35-7.5, 

TH 35-15Lugs Rigid - Solid / Stranded 6-150 mm² 6-120 mm² 300 Kcmil
Flexible 6-120 mm² Lugs Wrench

Gauge C8 Tool H17 mm

IEC UL CSA Torque 10 - 20 N.m

Screw clamp Rigid - Solid / Stranded 87 - 174 lb.in
Flexible Jumper screw Allen key

Gauge Tool 6 mm
0.236 in

IEC UL CSA Torque 6 - 12 N.m
Bar 52 - 104 lb.in
Rated current 269 A 269 A Screw clamp

Rated cross section 120 mm² 300 Kcmil Tool

Rated voltage 1000 V 600 V
Impulse withstand voltage 8000 V Torque

Wire stripping 
length

The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 12 mm 0.472 in Grey BADH 1SNA116900R2700 50 24.00

2 Jumper bars 2 poles BJS42-2 1SNA205776R1700 5 93.00

3 poles BJS42-3 1SNA205777R1000 5 153.00

3 Splitters For 6.35x0.8mm faston clips and screws DRF10 1SNA205769R2000 10 7.00

4 Protecting covers IP20 rotating protecting cover Grey CPUF120 1SNA190018R2000 5 24.00

5 Terminal block markers Blank card White RC810 1SNA234000R0200 1 8.20

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D120/42.FF power terminal blocks
Feed-through - 42 mm 1.653 in spacing
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185 mm²

500 Kcmil

Description

 – Rated cross section up to 300 mm² / 1000 Kcmil, IP20 protection cover, 

 – Holding foot on DIN 3 rail with two position for easy mounting, lug mounting in accordance with NF C 20-130 

and DIN 46234, various marking options, rail or base mounting.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Feed-through 2 studs M12 without 

cover

Grey D185/55.FF 1SNA190004R2300 1 615.00

Main technical data Mounting instructions
Connecting capacity NFC DIN UL CSA Rail TH 35-7.5, 

TH 35-15Lugs Rigid - Solid / Stranded 25-240 mm² 6-185 mm² 500 Kcmil
Flexible 6-185 mm² Lugs Wrench

Gauge C11 Tool H24 mm

IEC UL CSA Torque 25 - 50 N.m

Screw clamp Rigid - Solid / Stranded 217 - 435 lb.in
Flexible Jumper screw Allen key

Gauge Tool 6 mm
0.236 in

IEC UL CSA Torque 6 - 12 N.m
Bar 52 - 104 lb.in
Rated current 353 A 353 A Screw clamp

Rated cross section 185 mm² 500 Kcmil Tool

Rated voltage 1000 V 600 V
Impulse withstand voltage 8000 V Torque

Wire stripping 
length

The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 12 mm 0.472 in Grey BADH 1SNA116900R2700 50 24.00

2 Jumper bars 2 poles BJS551-2 1SNA205778R2100 5 158.00

3 poles BJS551-3 1SNA205779R2200 5 266.00

3 Splitters For 6.35x0.8mm faston clips and screws DRF12 1SNA205770R2500 10 8.00

4 Protecting covers IP20 rotating protecting cover Grey CPUF185 1SNA190019R2100 5 40.00

5 Terminal block markers Blank card White RC810 1SNA234000R0200 1 8.20

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D185/55.FF power terminal blocks
Feed-through - 55 mm 2.165 in spacing
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300 mm²

1000 Kcmil

Description

 – Rated cross section up to 300 mm² / 1000 Kcmil, IP20 protection cover, 

 – Holding foot on DIN 3 rail with two position for easy mounting, lug mounting in accordance with NF C 20-130 

and DIN 46234, various marking options, rail or base mounting.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Feed-through 2 studs M16 without 

cover

Grey D300/55.FF 1SNA190005R2400 1 775.00

Main technical data Mounting instructions
Connecting capacity NFC DIN UL CSA Rail TH 35-7.5, 

TH 35-15Lugs Rigid - Solid / Stranded 25-300 mm² 6-300 mm² 1000 Kcmil
Flexible 6-300 mm² Lugs Wrench

Gauge Tool H24 mm

IEC UL CSA Torque 25 - 50 N.m

Screw clamp Rigid - Solid / Stranded 217 - 435 lb.in
Flexible Jumper screw Allen key

Gauge Tool 6 mm
0.236 in

IEC UL CSA Torque 6 - 12 N.m
Bar 52 - 104 lb.in
Rated current 520 A 460 A Screw clamp

Rated cross section 300 mm² 1000 Kcmil Tool

Rated voltage 1000 V 600 V
Impulse withstand voltage 8000 V Torque

Wire stripping 
length

The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 12 mm 0.472 in Grey BADH 1SNA116900R2700 50 24.00

2 Jumper bars 2 poles BJS551-2 1SNA205778R2100 5 158.00

3 poles BJS551-3 1SNA205779R2200 5 266.00

3 Splitters For 6.35x0.8mm faston clips and screws DRF16 1SNA205771R1200 10 7.00

4 Protecting covers IP20 rotating protecting cover Grey CPUF185 1SNA190019R2100 5 40.00

5 Terminal block markers Blank card White RC810 1SNA234000R0200 1 8.20

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D300/55.FF power terminal blocks
Feed-through - 55 mm 2.165 in spacing
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35 mm²

1 AWG

Description

 – Rated cross section up to 240 mm² / 500 Kcmil, IP20 protection cover, 

 – Holding foot on DIN 3 rail with two position for easy mounting, lug mounting in accordance with NF C 20-130 and 

DIN 46234, various marking options, rail or base mounting.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Feed-through 1 stud M6 + 1 wire-clamp 

with covers

Grey D35/27.AF 1SNA190006R2500 10 149.00

Main technical data Mounting instructions
Connecting capacity NFC DIN UL CSA Rail TH 35-7.5, 

TH 35-15Lugs Rigid - Solid / Stranded 2.5-35 mm² 2.5-50 mm² 1 AWG
Flexible 2.5-35 mm² 2.5-35 mm² Lugs Wrench

Gauge C4 Tool H10 mm

IEC UL CSA Torque 3 - 6 N.m

Screw clamp Rigid - Solid / Stranded 2.5-35 mm² 1-12 AWG 26.1 - 52 lb.in
Flexible 2.5-35 mm² Jumper screw Allen key

Gauge Tool 6 mm
0.236 in

IEC UL CSA Torque 6 - 12 N.m
Bar 52 - 104 lb.in
Rated current 125 A 130 A Screw clamp Allen key

Rated cross section 35 mm² 1 AWG Tool 5 mm

Rated voltage 1000 V 600 V 0.197 in
Impulse withstand voltage 8000 V Torque 3 - 6 N.m

26.1 - 52 lb.in
Wire stripping 
length

28 mm
1.102 in

The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 12 mm 0.472 in Grey BADH 1SNA116900R2700 50 24.00

2 Jumper bars 2 poles BJS27-2 1SNA205772R1300 5 34.00

3 poles BJS27-3 1SNA205773R1400 5 52.00

3 Splitters For 6.35x0.8mm faston clips and screws DRF6 1SNA205767R1600 10 4.00

4 Protecting covers IP20 rotating protecting cover Grey CPUF35 1SNA190016R1600 10 8.30

5 Terminal block markers Blank card White RC810 1SNA234000R0200 1 8.20

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D35/27.AF power terminal blocks
Feed-through - 27 mm 1.062 in spacing
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All the technical data for UL/CSA standard and dimensions in inches are in italic.
Technical data valid for copper conductors only.
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Description

 – Rated cross section up to 240 mm² / 500 Kcmil, IP20 protection cover, 

 – Holding foot on DIN 3 rail with two position for easy mounting, lug mounting in accordance with NF C 20-130 and 

DIN 46234, various marking options, rail or base mounting.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Feed-through 1 stud M8 + 1 wire-clamp 

with covers

Grey D70/32.AF 1SNA190007R2600 3 269.00

Main technical data Mounting instructions
Connecting capacity NFC DIN UL CSA Rail TH 35-7.5, 

TH 35-15Lugs Rigid - Solid / Stranded 6-95 mm² 6-70 mm² 000 AWG
Flexible 6-70 mm² 6-70 mm² Lugs Wrench

Gauge Tool H13 mm

IEC UL CSA Torque 6 - 12 N.m

Screw clamp Rigid - Solid / Stranded 6-95 mm² 10-000 AWG 52 - 104 lb.in
Flexible 6-70 mm² Jumper screw Allen key

Gauge Tool 6 mm
0.236 in

IEC UL CSA Torque 6 - 12 N.m
Bar 52 - 104 lb.in
Rated current 192 A 165 A Screw clamp Wrench

Rated cross section 70 mm² 000 AWG Tool 6 mm

Rated voltage 1000 V 600 V 0.236 in
Impulse withstand voltage 8000 V Torque 6 - 12 N.m

52 - 104 lb.in
Wire stripping 
length

33 mm
1.299 in

The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 12 mm 0.472 in Grey BADH 1SNA116900R2700 50 24.00

2 Jumper bars 2 poles BJS32-2 1SNA205774R1500 5 66.00

3 poles BJS32-3 1SNA205775R1600 5 105.80

3 Splitters For 6.35x0.8mm faston clips and screws DRF8 1SNA205768R2700 10 5.00

4 Protecting covers IP20 rotating protecting cover Grey CPUF70 1SNA190017R1700 10 12.00

5 Terminal block markers Blank card White RC810 1SNA234000R0200 1 8.20

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D70/32.AF power terminal blocks
Feed-through - 32 mm 1.260 in spacing
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All the technical data for UL/CSA standard and dimensions in inches are in italic.
Technical data valid for copper conductors only.
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Description

 – Rated cross section up to 240 mm² / 500 Kcmil, IP20 protection cover,

 – Holding foot on DIN 3 rail with two position for easy mounting, lug mounting in accordance with NF C 20-130 

and DIN 46234, various marking options, rail or base mounting.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Feed-through 1 stud M10 + 1 wire-

clamp with covers

Grey D120/42.AF 1SNA190008R0700 1 423.00

Main technical data Mounting instructions
Connecting capacity NFC DIN UL CSA Rail TH 35-7.5, 

TH 35-15Lugs Rigid - Solid / Stranded 6-150 mm² 6-120 mm² 300 Kcmil
Flexible 6-120 mm² Lugs Wrench

Gauge C8 Tool H17 mm

IEC UL CSA Torque 10 - 20 N.m

Screw clamp Rigid - Solid / Stranded 6-150 mm² 10 AWG-300 Kcmil 87 - 174 lb.in
Flexible 6-120 mm² Jumper screw Allen key

Gauge Tool 6 mm
0.236 in

IEC UL CSA Torque 6 - 12 N.m
Bar 52 - 104 lb.in
Rated current 269 A 240 A Screw clamp Allen key

Rated cross section 120 mm² 300 Kcmil Tool 8 mm

Rated voltage 1000 V 600 V 0.315 in
Impulse withstand voltage 8000 V Torque 10 - 20 N.m

87 - 174 lb.in
Wire stripping 
length

38 mm
1.496 in

The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 12 mm 0.472 in Grey BADH 1SNA116900R2700 50 24.00

2 Jumper bars 2 poles BJS42-2 1SNA205776R1700 5 93.00

3 poles BJS42-3 1SNA205777R1000 5 153.00

3 Splitters For 6.35x0.8mm faston clips and screws DRF10 1SNA205769R2000 10 7.00

4 Protecting covers IP20 rotating protecting cover Grey CPUF120 1SNA190018R2000 5 24.00

5 Terminal block markers Blank card White RC810 1SNA234000R0200 1 8.20

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D120/42.AF power terminal blocks
Feed-through - 42 mm 1.653 in spacing
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All the technical data for UL/CSA standard and dimensions in inches are in italic.
Technical data valid for copper conductors only.
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185 mm²

500 Kcmil

Description

 – Rated cross section up to 240 mm² / 500 Kcmil, IP20 protection cover, 

 – Holding foot on DIN 3 rail with two position for easy mounting, lug mounting in accordance with NF C 20-130 

and DIN 46234, various marking options, rail or base mounting.

Ordering details

Description Color Type Order code Pkg Weight
qty (1 pce) g 

Feed-through 1 stud M12 + 1 wire-

clamp with covers

Grey D185/55.AF 1SNA190009R0000 1 937.00

Main technical data Mounting instructions
Connecting capacity NFC DIN UL CSA Rail TH 35-7.5, 

TH 35-15Lugs Rigid - Solid / Stranded 25-240 mm² 6-185 mm² 500 Kcmil
Flexible 6-185 mm² Lugs Wrench

Gauge C11 Tool H24 mm

IEC UL CSA Torque 25 - 50 N.m

Screw clamp Rigid - Solid / Stranded 25-240 mm² 4 AWG-500 Kcmil 217 - 435 lb.in
Flexible 25-185 mm² Jumper screw Allen key

Gauge Tool 6 mm
0.236 in

IEC UL CSA Torque 6 - 12 N.m
Bar 52 - 104 lb.in
Rated current 353 A 320 A Screw clamp Allen key

Rated cross section 185 mm² 500 Kcmil Tool 10 mm

Rated voltage 1000 V 600 V 0.394 in
Impulse withstand voltage 8000 V Torque 14 - 20 N.m

121 - 174 lb.in
Wire stripping 
length

47 mm
1.850 in

The connecting capacity data for one Rigid - Solid / Stranded - Flexible conductor (when applicable) is a mandatory information required by IEC, UL and CSA standards.  

All other data are provided as supplementary information only. For more details, please consult our CB, UL or CSA certificates and technical datasheet available on http://www.abb.com

RoHS USR CNR Gost R

Accessories

Description Color Type Order code Pkg Weight

qty (1 pce) g 

1 End stops 12 mm 0.472 in Grey BADH 1SNA116900R2700 50 24.00

2 Jumper bars 2 poles BJS551-2 1SNA205778R2100 5 158.00

3 poles BJS551-3 1SNA205779R2200 5 266.00

3 Splitters For 6.35x0.8mm faston clips and screws DRF12 1SNA205770R2500 10 8.00

4 Protecting covers IP20 rotating protecting cover Grey CPUF185 1SNA190019R2100 5 40.00

5 Terminal block markers Blank card White RC810 1SNA234000R0200 1 8.20

Complete list of accessories is indicated in the terminal block datasheet.  

Some accessories such as jumper bars may modify the terminal block’s ratings: complete information in the accessories catalogue pages.

D185/55.AF power terminal blocks
Feed-through - 55 mm 2.165 in spacing
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All the technical data for UL/CSA standard and dimensions in inches are in italic.
Technical data valid for copper conductors only.

4

www.abb.com/productdetails/1SNA234000R0200
www.abb.com/productdetails/1SNA190019R2100
www.abb.com/productdetails/1SNA205770R2500
www.abb.com/productdetails/1SNA205779R2200
www.abb.com/productdetails/1SNA205778R2100
www.abb.com/productdetails/1SNA116900R2700
www.abb.com/productdetails/1SNA190009R0000


1
S

N
C

1
6

5
0

1
4

S
0

2
0

1

146  |  ABB  SNA series - Terminal blocks

Type Mounting with: A B C D F G1 G2 H

Dimensions mm

D35/27... 2 Screws 100.5 7.5 6.5 / 63.5 136.5 160 82.5

D70/32... 2 Screws 120 7.5 6.5 / 72.5 165 190.5 105.7

D120/42... 2 Screws 120 7.5 6.5 / 83.5 197 255.5 129.7

D185/55... 4 Screws 135 13.5 6.5 8.5 103.5 228.5 295 151.5

D300/55... 4 Screws 135 13.5 6.5 8.5 105 / 295 /

Power terminal blocks
Mounting instructions

Main dimensions mm

Marking

D35/27.AF - D70/32.AF - D120/42.AF

D35/27.FF - D70/32.FF - D120/42.FF

D185/55.AF

D185/55.FF - D300/55.FF

Locking foot operating 

with screwdriver DIA. 4 mm

Jumper bar

 – move the marker holders up

 –  cut out the partition

 –  screw the jumper bar

Side opening with 

2 positions. 

The locking foot remains 

in open or closed position.

Center opening (to be made after jumper 

bar has been removed) "monostable action".

As soon as the screwdriver is removed, the locking 

foot comes back to closed position

Locking

LockingUnlocking

Mounting of the derivative system

RPC type setting 

marker or RC 810 

marker

2 RC 810 or

1 RC 1010

2 slots, 2 RC810 not 

separated or 

1 RC 1010 in 1 slot

Between blocks with pins

With M3 screw

M3 nut on one side

M3 nut + washer on the other side

4
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Index

Order code classification

Order code Type Page Order code Type Page Order code Type Page

1SNA007865R2600 FC2 15
1SNA008288R1500 FU520 76
1SNA008289R1600 FU520 76
1SNA008290R1300 FU520 76
1SNA008291R0000 FU520 76
1SNA008292R0100 FU520 76
1SNA103189R2600 SCD 54
1SNA103588R2600 SCFT1 67
1SNA105001R2700 M4/6 16
1SNA105002R2000 M4/6 16
1SNA105004R2200 M6/8 20
1SNA105031R1400 M4/6 16
1SNA105032R1500 M4/6 16
1SNA105044R2100 M4/6.D2 46
1SNA105045R2200 M4/6.D2 46
1SNA105046R2300 M4/6.D2 46
1SNA105047R2400 M4/6.D2 46
1SNA105048R0500 M4/6.D2 46
1SNA105049R0600 M4/6.D2 46
1SNA105051R2000 M4/6 16
1SNA105052R2100 MA2.5/5 14
1SNA105053R2200 M4/6.SNB 60
1SNA105055R2400 M6/8.SNB 62
1SNA105075R2000 MA2.5/5 14
1SNA105077R2200 MA2.5/5 14
1SNA105116R1600 M4/6 16
1SNA105118R2000 M6/8 20
1SNA105120R2600 M10/10 22
1SNA105124R1600 M35/16 25
1SNA105128R2200 M6/8.1 21
1SNA105129R2300 M16/12 24
1SNA105133R1700 BNF52 65
1SNA105135R1100 M4/8.SF2 77
1SNA105141R2700 M6/8.STP 68
1SNA105142R2000  M6/8.STP 68
1SNA105208R1300 M4/6.1 17
1SNA105209R1400 M4/6 16
1SNA105486R1200 MA2.5/5 14
1SNA107239R0300 FC2.MC 93
1SNA113003R1000 SCM6 16
1SNA113102R1000 SCF12 24
1SNA113137R0200 FEMT1 67
1SNA113373R2600 FEM8 62
1SNA113482R0500 SCM6D 46
1SNA113542R1000 PC5-2 14
1SNA113544R1200 PC5-10 14
1SNA113546R1400 PC6-2 16
1SNA113548R2600 PC6-10 16
1SNA113550R2400 EIP 14
1SNA113629R2700 FEMT2 71
1SNA114205R2000 AD2.5 55
1SNA114522R0500 SCFT2 71
1SNA114778R0500 FEMT4 70
1SNA114825R0500 SCFM6 14
1SNA114994R0700 FEM62 60
1SNA115116R0700 M4/6 16
1SNA115118R1100 M6/8 20
1SNA115120R1700 M10/10 22
1SNA115124R0700 M35/16 25
1SNA115126R0100 M4/6.D2.1 47
1SNA115129R1400 M16/12 24
1SNA115166R1100 M4/6.D1 49
1SNA115192R0400 M4/6.4 17
1SNA115204R2000 M4/6.D1.1 48
1SNA115217R1400 M4/6.2 17
1SNA115218R2500 M6/8.2 21
1SNA115219R2600 M6/8.4 21
1SNA115236R1700 M6/8.ST 71
1SNA115237R1000 M6/8.ST1 72
1SNA115239R2200 M6/8.ST3 73
1SNA115243R2600 M6/8.ST7 75
1SNA115259R0600 M4/6.1 17
1SNA115260R0300 M6/8.1 21
1SNA115261R2000 M10/10.1 23
1SNA115271R2200 M4/6.D2 46
1SNA115277R2000 M6/8.STP 68
1SNA115322R1500 M4/6.D2.2 47
1SNA115359R0200 M6/8.STA 70
1SNA115435R0700 M4/6.SB 64
1SNA115436R0000 M6/8.SB 65
1SNA115438R1200 M4/6.SNBT 61
1SNA115468R2000 M4/6.3A 18
1SNA115479R2300 M4/6.4A 19
1SNA115485R0200 MA2.5/5.1 15
1SNA115486R0300 MA2.5/5 14
1SNA115490R1300 MA2.5/5.D2 44
1SNA115491R0000 MA2.5/5.D2.1 45
1SNA115495R0400 M4/6.SNBT 61
1SNA115497R0600 M6/8.D2.1 51
1SNA115498R1700 M6/8.D1 51
1SNA115500R2500 M6/8.STP3 69
1SNA115501R1200 M6/8.D2 50

1SNA115505R1600 MA2.5/5.SNBTA 59
1SNA115523R0700 M4/8 81
1SNA115529R1500 M6/8.STP1 67
1SNA115530R1200 MA2.5/5.D1.1 45
1SNA115541R1100 D2.5/6.DA 53
1SNA115561R1500 M4/6.D2.SNBT 63
1SNA115604R2100 M4/8.D2.SF 82
1SNA115643R2700 D2.5/6.DPA1 52
1SNA115646R2200 M4/8.D2.SFL 83
1SNA115647R2300 M4/8.D2.SFD 83
1SNA115657R2500 M4/8.SF 76
1SNA115659R0700 M4/8.SN 80
1SNA115661R2100 M4/8.SFL 79
1SNA115662R2200 M4/8.SFT 77
1SNA115663R2300 M4/8.SFD 79
1SNA115665R2500 M4/8.SFDT 79
1SNA115667R2700 M4/8.SFLT 79
1SNA115668R0000 M4/8.SNT 80
1SNA115686R1300 M4/6.SNB 60
1SNA115688R2500 M6/8.SNB 62
1SNA115699R2000 MA2.5/5.SNB 58
1SNA115700R0500 MA2.5/5.SNBT 59
1SNA115701R2200 MA2.5/5.SNBT 59
1SNA115702R2300 M4/6.D2.SBT 66
1SNA115935R0400 M4/8.SFD3 78
1SNA115936R0500 M4/8.D2.SFD3 83
1SNA115971R1000 M6/8.ST1.IP20 74
1SNA115986R0000 M4/6.SNB 60
1SNA115987R0100 M4/6.SNBT 61
1SNA116538R1700 PC8-2 20
1SNA116539R1000 PC8-3 62
1SNA116540R2500 PC8-4 62
1SNA116576R1500 FEM3A 18
1SNA116591R0500 FEMS6D 63
1SNA116629R2200 FEM4A 19
1SNA116656R2500 FEM8D1 50
1SNA116720R2100 SCMA5D 44
1SNA116728R2500 SCMA5 14
1SNA116771R2000 FED3E 52
1SNA116795R1100 SCFCV1-2 14
1SNA116797R1300 SCFCV4 26
1SNA116854R1400 BNSV62 66
1SNA116900R2700 BADH 26
1SNA116913R0700 FEM8D2S 82
1SNA116924R0200 BNF52 65
1SNA116926R0400 BNCT82 65
1SNA116927R0500 BNSV82 65
1SNA116951R1500 FEM8S 76
1SNA116979R2100 FEMSTA 70
1SNA118368R1600 FEM6 14
1SNA118495R1700 SCF6D 46
1SNA118499R2300 FEM6D 44
1SNA118618R0100 FEM12 24
1SNA118707R0300 SCF6 14
1SNA125116R0100 M4/6.N 16
1SNA125118R1300 M6/8.N 20
1SNA125120R1100 M10/10.N 22
1SNA125124R0100 M35/16.N 25
1SNA125126R0300 M4/6.D2.1.N 47
1SNA125129R1600 M16/12.N 24
1SNA125166R1300 M4/6.D1.N 49
1SNA125204R2200 M4/6.D1.1N 48
1SNA125260R0500 M6/8.1.N 21
1SNA125271R2400 M4/6.D2.N 46
1SNA125468R2200 M4/6.3A.N 18
1SNA125479R2500 M4/6.4A.N 19
1SNA125485R0400 MA2.5/5.1 15
1SNA125486R0500 MA2.5/5.N 14
1SNA125490R1500 MA2.5/5.D2.N 44
1SNA125505R1000 MA2.5/5.SNBTA 59
1SNA163043R2100 AL2 17
1SNA163046R2400 AL2 15
1SNA163070R0000 AL2 47
1SNA163261R0000 AL3 17
1SNA163311R2200 PC61-10 46
1SNA163313R2400 PC8-10 20
1SNA163315R2600 PC10-10 22
1SNA164581R1300 BJS8 69
1SNA164582R1400 BJS8 69
1SNA164583R1500 BJS8 69
1SNA164950R0000 AL2 45
1SNA165111R1400 M35/16.P 40
1SNA165113R1600 M4/6.P 32
1SNA165114R1700 M6/8.P 36
1SNA165115R1000 M10/10.P 38
1SNA165130R2300 M16/12.P 39
1SNA165488R2700 MA2.5/5.P 30
1SNA165809R0100 D4/6.P 33
1SNA165830R2100 D6/8.P 37
1SNA165909R0500 D2.5/5.P 31
1SNA167319R0600 AL2 54
1SNA167860R0100 FC4 17

1SNA167927R1000 FC4-1 67
1SNA168401R0300 EV8S 71
1SNA168520R0500 BJM8 84
1SNA168521R2200 BJM8 84
1SNA168522R2300 BJM8 84
1SNA168556R0500 FU633 86
1SNA168558R1700 FU633 86
1SNA168560R1500 FU633 86
1SNA168564R0500 TGA13 86
1SNA168565R0600 TGA13 86
1SNA168566R0700 TGA13 86
1SNA168672R1100 TGA8 76
1SNA168673R1200 TGA8 76
1SNA168674R1300 TGA8 76
1SNA168675R1400 ANT 76
1SNA168974R0000 BJM8 84
1SNA171018R2000 EXBN2 64
1SNA173217R2600 BJM62 54
1SNA173510R2000 PC13-10 86
1SNA173523R1100 PC81-10 76
1SNA173530R2400 CBM5D 44
1SNA173627R2100 EL6 14
1SNA173888R2000 BP8.A4 21
1SNA174789R0500 BJS8-20 69
1SNA176259R1300 ITV5 44
1SNA176278R1600 BJMI5-2 14
1SNA176279R1700 BJMI5-3 14
1SNA176280R0500 BJMI5-4 14
1SNA176281R2200 BJMI5-5 14
1SNA176282R2300 BJMI5-10 14
1SNA176663R0000 BJMI6-2 16
1SNA176664R0100 BJMI6-3 16
1SNA176665R0200 BJMI6-4 16
1SNA176666R0300 BJMI6-5 16
1SNA176667R0400 BJMI6-10 16
1SNA176669R1600 BJMI8-2 20
1SNA176670R1300 BJMI8-3 20
1SNA176671R0000 BJMI8-4 20
1SNA176672R0100 BJMI8-5 20
1SNA176673R0200 BJMI8-10 20
1SNA176675R0400 BJMI10-2 22
1SNA176676R0500 BJMI10-3 22
1SNA176677R0600 BJMI10-4 22
1SNA176678R1700 BJMI10-5 22
1SNA176679R1000 BJMI10-10 22
1SNA176736R2100 BJMI5D-2 44
1SNA176737R2200 BJMI5D-3 44
1SNA176738R0300 BJMI5D-4 44
1SNA176739R0400 BJMI5D-5 44
1SNA176740R1100 BJMI5D-10 44
1SNA176791R2100 CPV4-5 26
1SNA176816R1200 CPV1-2 14
1SNA177812R1700 EL61 52
1SNA178024R2500 BJD6 52
1SNA178025R2600 BJD6 52
1SNA178026R2700 BJD6 52
1SNA178027R2000 BJD6 52
1SNA178032R2500 BJD6 52
1SNA178033R2600 BJD6 52
1SNA178408R1400 CBD2S 66
1SNA178745R1400 CBM5 14
1SNA179371R1600 CN5 76
1SNA179623R0300 BJDP1 16
1SNA179624R0400 BJDP2 24
1SNA179625R0500 BJDP3 16
1SNA179626R0600 BJMI12-2 24
1SNA179628R1000 BJMI12-3 24
1SNA179629R1100 BJMI12-4 24
1SNA179630R1600 BJMI12-5 24
1SNA179631R0300 BJMI12-10 24
1SNA179668R2000 BJMI6D-2 46
1SNA179669R2100 BJMI6D-3 46
1SNA179670R2600 BJMI6D-4 46
1SNA179671R1300 BJMI6D-5 46
1SNA179672R1400 BJMI6D-10 46
1SNA179726R0200 AJS9 71
1SNA187312R1400 CPM 14
1SNA190001R2000 D35/27.FF 137
1SNA190002R2100 D70/32.FF 138
1SNA190003R2200 D120/42.FF 139
1SNA190004R2300 D185/55.FF 140
1SNA190005R2400 D300/55.FF 141
1SNA190006R2500 D35/27.AF 142
1SNA190007R2600 D70/32.AF 143
1SNA190008R0700 D120/42.AF 144
1SNA190009R0000 D185/55.AF 145
1SNA190016R1600 CPUF35 137
1SNA190017R1700 CPUF70 138
1SNA190018R2000 CPUF120 139
1SNA190019R2100 CPUF185 140
1SNA195116R0000 M4/6 16
1SNA195118R1200 M6/8 20
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1SNA195120R1000 M10/10 22
1SNA195124R0000 M35/16 25
1SNA195129R1500 M16/12 24
1SNA195192R0500 M4/6.4 17
1SNA195260R0400 M6/8.1 21
1SNA195271R2300 M4/6.D2 46
1SNA195438R1300 M4/6.SNBT 61
1SNA195486R0400 MA2.5/5 14
1SNA195490R1400 MA2.5/5.D2 44
1SNA195501R1300 M6/8.D2 50
1SNA195637R1200 M4/6.3A.P 34
1SNA195638R2300 M4/6.4A.P 35
1SNA195686R1400 M4/6.SNB 60
1SNA196789R2400 BNSTP2 67
1SNA196792R1700 BNSTP1 67
1SNA196854R1500 BNSV62 64
1SNA196924R0300 BNF52 65
1SNA196926R0500 BNCT82 65
1SNA196927R0600 BNSV82 65
1SNA196966R1500 BNF652-D1-BE 64
1SNA196967R1600 BNF652L-BE 64
1SNA196998R1600 BNF652 64
1SNA196999R1700 BNF652D-BE 64
1SNA199095R1300 ML10/13.SF 86
1SNA199105R2200 ML10/13.SN 88
1SNA199166R2600 ML10/13.SFD 87
1SNA199168R0000 ML10/13.SFL 87
1SNA199219R0300 D4/6.T1 55
1SNA199220R0000 D4/6.P.T1 56
1SNA199635R2400 FEM13U 86
1SNA205767R1600 DRF6 137
1SNA205768R2700 DRF8 138
1SNA205769R2000 DRF10 139
1SNA205770R2500 DRF12 140
1SNA205771R1200 DRF16 141
1SNA205772R1300 BJS27-2 137
1SNA205773R1400 BJS27-3 137
1SNA205774R1500 BJS32-2 138
1SNA205775R1600 BJS32-3 138
1SNA205776R1700 BJS42-2 139
1SNA205777R1000 BJS42-3 139
1SNA205778R2100 BJS551-2 140
1SNA205779R2200 BJS551-3 140
1SNA206053R0700 BJMI31.2 28
1SNA206054R0000 BJMI31.3 28
1SNA206126R2500 BJMI36.2 29
1SNA206223R0600 BJMI36.3 29
1SNA206351R1600 BAM2 14
1SNA206404R0500 M4/6 16
1SNA206538R0200 M4/6.SNBT 61
1SNA206659R2300 BADL 86
1SNA206680R1500 AJS9-1 71
1SNA206681R0200 AJS9-2 71
1SNA206682R0300 AJS9-3 71
1SNA206683R0400 AJS9-4 71
1SNA206720R1400 AJS9-5 71
1SNA206721R0100 AL4-M3 17
1SNA206723R0300 AL4-M4 25
1SNA231000R0700 RC510 14
1SNA232000R0000 RC65 52
1SNA233000R0100 RC610 16
1SNA234000R0200 RC810 20
1SNA238000R1600 RC1010 22
1SNA290011R2500 D2.5/5.4L 95
1SNA290012R2600 D2.5/5.4L 95
1SNA290013R2700 D2.5/5.N.4L 95
1SNA290014R2000 D2.5/5.4L 95
1SNA290015R2100 D2.5/5.4L 95
1SNA290016R2200 D2.5/5.4L 95
1SNA290017R2300 D2.5/5.4L 95
1SNA290018R0400 D2.5/5.4L 95
1SNA290019R0500 D2.5/5.P.4L 110
1SNA290021R2700 D2.5/5.2L 93
1SNA290022R2000 D2.5/5.2L 93
1SNA290023R2100 D2.5/5.N.2L 93
1SNA290024R2200 D2.5/5.2L 93
1SNA290025R2300 D2.5/5.2L 93
1SNA290026R2400 D2.5/5.2L 93
1SNA290027R2500 D2.5/5.2L 93
1SNA290028R0600 D2.5/5.2L 93
1SNA290029R0700 D2.5/5.P.2L 108
1SNA290031R2100 D2.5/5.3L 94
1SNA290032R2200 D2.5/5.3L 94
1SNA290033R2300 D2.5/5.N.3L 94
1SNA290034R2400 D2.5/5.3L 94
1SNA290035R2500 D2.5/5.3L 94
1SNA290036R2600 D2.5/5.3L 94
1SNA290037R2700 D2.5/5.3L 94
1SNA290038R0000 D2.5/5.3L 94
1SNA290039R0100 D2.5/5.P.3L 109
1SNA290041R0300 D2.5/5.SNBT.2L 128
1SNA290042R0400 D2.5/5.SNBT.2L 128

1SNA290044R0600 D2.5/5.SNBT.2L 128
1SNA290061R0700 D4/6.2L 98
1SNA290062R0000 D4/6.2L 98
1SNA290063R0100 D4/6.N.2L 98
1SNA290064R0200 D4/6.2L 98
1SNA290066R0400 D4/6.2L 98
1SNA290067R0500 D4/6.2L 98
1SNA290069R1700 D4/6.P.2L 113
1SNA290081R2400 D6/8.2L 101
1SNA290082R2500 D6/8.2L 101
1SNA290083R2600 D6/8.N.2L 101
1SNA290084R2700 D6/8.2L 101
1SNA290086R2100 D6/8.2L 101
1SNA290087R2200 D6/8.2L 101
1SNA290089R0400 D6/8.P.2L 116
1SNA290091R2600 D2.5/8.SFT.2L 130
1SNA290092R2700 D2.5/8.SFT.2L 130
1SNA290093R2000 D2.5/8.SFLT.2L 131
1SNA290094R2100 D2.5/8.SFDT.2L 131
1SNA290097R2400 D2.5/8.SNT.2L 132
1SNA290131R2200 D2.5/5.SNBT.4L 129
1SNA290132R2300 D2.5/5.SNBT.4L 129
1SNA290134R2500 D2.5/5.SNBT.N.4L 129
1SNA290161R0000 D2.5/5.D2.L 123
1SNA290163R0200 D2.5/5.D2.N.L 123
1SNA290301R1500 D10/10.1.2L 103
1SNA290302R1600 D10/10.1.2L 103
1SNA290303R1700 D10/10.1.N.2L 103
1SNA290309R2500 D10/10.1.P.2L 118
1SNA290311R0600 FED5.I.3L 96
1SNA290405R0600 D4/6.3L 99
1SNA290406R0700 D4/6.3L 99
1SNA290407R0000 D4/6.N.3L 99
1SNA290409R1200 D4/6.P.3L 114
1SNA290410R0600 D4/6.4L 100
1SNA290411R2300 D4/6.4L 100
1SNA290412R2400 D4/6.N.4L 100
1SNA290414R2600 D4/6.P.4L 115
1SNA290418R0200 D6/8.3L 102
1SNA290419R0300 D6/8.N.3L 102
1SNA290420R0000 D6/8.3L 102
1SNA290422R2600 D6/8.P.3L 117
1SNA290423R2700 D10/10.3L 104
1SNA290424R2000 D10/10.N.3L 104
1SNA290425R2100 D10/10.3L 104
1SNA290427R2300 D10/10.P.3L 119
1SNA290428R0400 D16/12.3L 106
1SNA290429R0500 D16/12.N.3L 106
1SNA290430R0200 D16/12.3L 106
1SNA290432R2000 D16/12.P.3L 121
1SNA290456R0000 D2.5/5.T3.L 124
1SNA290457R0100 D2.5/5.T1.L 126
1SNA290458R1200 D2.5/5.T3.P.L 125
1SNA290459R1300 D2.5/5.T1.P.L 127
1SNA290464R0000 D2.5/5.2L 93
1SNA290465R0100 D2.5/5.2L 93
1SNA291041R2000 FED5.4L 95
1SNA291051R2200 FED5.3L 94
1SNA291061R2400 FED5.2L 93
1SNA291077R2400 CBD5.2L 93
1SNA291102R2300 BJDL5-2 93
1SNA291103R2400 BJDL5-3 93
1SNA291104R2500 BJDL5-4 93
1SNA291105R2600 BJDL5-5 93
1SNA291110R2600 BJDL5-10 93
1SNA291122R1600 BJDL8-2 101
1SNA291123R1700 BJDL8-3 101
1SNA291128R2400 BJDL6-2 98
1SNA291129R2500 BJDL6-3 98
1SNA291131R1700 FED8SF.2L 130
1SNA291144R2400 BJDL8-4 101
1SNA291145R2500 BJDL8-5 101
1SNA291150R0600 BJDPL5.6-2 93
1SNA291160R0000 BJDPL5.8-2 93
1SNA291161R2500 FED8.2L 101
1SNA291170R0200 BJDPL6.8-2 98
1SNA291194R1700 BJDL6-4 98
1SNA291195R1000 BJDL6-5 98
1SNA291349R1100 ITVE.L 123
1SNA291352R0400 SCD5.2L 93
1SNA291362R0600 SCD5.3L 94
1SNA291372R0000 SCD5.4L 95
1SNA291441R2600 FED5.D.L 123
1SNA291461R2200 FED10.2L 103
1SNA291472R2500 BJDL1.10.2 103
1SNA291474R2700 BJDL1.10.3 103
1SNA291476R2100 BJDL1.10.4 103
1SNA291478R0300 BJDL1.10-5 103
1SNA291480R2200 BJDPL5.10-2 93
1SNA291482R1000 BJDPL6.10-2 98
1SNA291484R1200 BJDPL8.10-2 101
1SNA291694R2400 FED6.3L 99

1SNA291696R2600 FED6.4L 100
1SNA291711R2400 FED8.3L 102
1SNA291713R2600 FED8.3L 102
1SNA291721R2600 FED12.3L 106
1SNA291731R2000 FED10.3L 104
1SNA291817R1700 FED5.T3.L 124
1SNA291818R2000 FED5.T3.P.L 125
1SNA299486R2400 BFAUTO 64
1SNA299683R0100 D4/6.T3 54
1SNA299684R0200 D4/6.T3.P 55
1SNA399067R0600 D2.5/5.I.N.3L 96
1SNA399068R1700 D2.5/5.I.3L 96
1SNA399070R1500 D2.5/5.I.N.4L 97
1SNA399071R0200 D2.5/5.I.4L 97
1SNA399072R0300 D2.5/5.I.P.3L 111
1SNA399073R0400 D2.5/5.I.P.4L 112
1SNA399260R2000 D2.5/5.I.3L 96
1SNA399270R2200 D2.5/5.I.4L 97
1SNA399563R0400 BJDL12-2 105
1SNA399571R0400 FED12.2L 105
1SNA399581R2700 D16/12.2L 105
1SNA399582R2000 D16/12.N.2L 105
1SNA399584R2200 D16/12.P.2L 120
1SNA399613R0600 BJDPL6.12-2 98
1SNA399617R0200 D35/16.2L 107
1SNA399618R1300 D35/16.N.2L 107
1SNA399620R1100 D35/16.P.2L 122
1SNA399621R0600 BJDL16-2 107
1SNA399704R1200 D240/36.D10 29
1SNA399706R1400 D240/36.D10.N 29
1SNA399715R0400 D150/31.D10 28
1SNA399717R0600 D150/31.D10.N 28
1SNA399787R0500 CPBP2 29
1SNA399788R1600 CPBP1 28
1SNA399903R0200 BADL 14
1SNA400146R0000 BNS6DG1 64
1SNA400178R1000 D16/12.2L 105
1SNA400179R1100 D16/12.2L 105
1SNA400180R0700 D16/12.2L 105
1SNA400181R2400 D35/16.2L 107
1SNA400182R2200 D35/16.2L 107
1SNA400183R2600 D35/16.2L 107
1SNA400184R2700 MA2.5/5 14
1SNA400186R2100 M6/8 20
1SNA400187R2200 M6/8 20
1SNA400188R0300 M10/10 22
1SNA400189R0400 M10/10 22
1SNA400190R0100 M10/10 22
1SNA400191R2600 M16/12 24
1SNA400192R2700 M16/12 24
1SNA400193R2000 M16/12 24
1SNA400194R2100 M35/16 25
1SNA400195R2200 M35/16 25
1SNA400196R2300 M35/16 25
1SNA400219R1100 D2.5/5.I.3L 96
1SNA400239R1500 M6/8 20
1SNA400270R2000 D4/8.D2.P.SF 84
1SNA400271R1500 D4/8.D2.P.SFL 85
1SNA400272R1600 D4/8.D2.P.SFD 85
1SNA400273R1700 FEM8D2S1 84
1SNA400305R1000 D70/22 26
1SNA400306R1100 D70/22.N 26
1SNA400370R2400 D95/26 27
1SNA400371R1100 D95/26.N 27
1SNA400620R1700 D95/26.P 42
1SNA400711R0600 PC8-R1 71
1SNA400712R0700 PC8-R2 71
1SNA400713R0000 PC8-R3 71
1SNA400724R0300 PC8-R4 71
1SNA400772R1300 D70/22.P 41
1SNA400778R0000 D150/31.D10.YL 28
1SNA400779R0000 D240/36.D10.YL 29
1SNA400789R0000 D70/22.YL 26
1SNA400791R0000 D95/26.YL 27
1SNK900652R0000 SC-JB8-2 71
1SNK900653R0000 SC-JB8-3 71
1SNK900654R0000 SC-JB8-4 71
1SNK916302R0000 JB16-2 25
1SNK916303R0000 JB16-3 25
1SNK916304R0000 JB16-4 25
1SNK916305R0000 JB16-5 25
1SNK916310R0000 JB16-10 25
1SNK922302R0000 JB22-2 26
1SNK922303R0000 JB22-3 26
1SNK922305R0000 JB22-5 26
1SNK922310R0000 JB22-10 26
1SNK926302R0000 JB26-2 27
1SNK926303R0000 JB26-3 27
1SNK926305R0000 JB26-5 27
1SNK926310R0000 JB26-10 27
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AD2.5 1SNA114205R2000 55
AJS9 1SNA179726R0200 71
AJS9-1 1SNA206680R1500 71
AJS9-2 1SNA206681R0200 71
AJS9-3 1SNA206682R0300 71
AJS9-4 1SNA206683R0400 71
AJS9-5 1SNA206720R1400 71
AL2 1SNA163043R2100 17
 1SNA163046R2400 15
 1SNA163070R0000 47
 1SNA164950R0000 45
 1SNA167319R0600 54
AL3 1SNA163261R0000 17
AL4-M3 1SNA206721R0100 17
AL4-M4 1SNA206723R0300 25
ANT 1SNA168675R1400 76
BADH 1SNA116900R2700 26
BADL 1SNA206659R2300 86
 1SNA399903R0200 14
BAM2 1SNA206351R1600 14
BFAUTO 1SNA299486R2400 64
BJD6 1SNA178024R2500 52
 1SNA178025R2600 52
 1SNA178026R2700 52
 1SNA178027R2000 52
 1SNA178032R2500 52
 1SNA178033R2600 52
BJDL1.10.2 1SNA291472R2500 103
BJDL1.10.3 1SNA291474R2700 103
BJDL1.10.4 1SNA291476R2100 103
BJDL1.10-5 1SNA291478R0300 103
BJDL12-2 1SNA399563R0400 105
BJDL16-2 1SNA399621R0600 107
BJDL5-10 1SNA291110R2600 93
BJDL5-2 1SNA291102R2300 93
BJDL5-3 1SNA291103R2400 93
BJDL5-4 1SNA291104R2500 93
BJDL5-5 1SNA291105R2600 93
BJDL6-2 1SNA291128R2400 98
BJDL6-3 1SNA291129R2500 98
BJDL6-4 1SNA291194R1700 98
BJDL6-5 1SNA291195R1000 98
BJDL8-2 1SNA291122R1600 101
BJDL8-3 1SNA291123R1700 101
BJDL8-4 1SNA291144R2400 101
BJDL8-5 1SNA291145R2500 101
BJDP1 1SNA179623R0300 16
BJDP2 1SNA179624R0400 24
BJDP3 1SNA179625R0500 16
BJDPL5.10-2 1SNA291480R2200 93
BJDPL5.6-2 1SNA291150R0600 93
BJDPL5.8-2 1SNA291160R0000 93
BJDPL6.10-2 1SNA291482R1000 98
BJDPL6.12-2 1SNA399613R0600 98
BJDPL6.8-2 1SNA291170R0200 98
BJDPL8.10-2 1SNA291484R1200 101
BJM62 1SNA173217R2600 54
BJM8 1SNA168520R0500 84
 1SNA168521R2200 84
 1SNA168522R2300 84
 1SNA168974R0000 84
BJMI10-10 1SNA176679R1000 22
BJMI10-2 1SNA176675R0400 22
BJMI10-3 1SNA176676R0500 22
BJMI10-4 1SNA176677R0600 22
BJMI10-5 1SNA176678R1700 22
BJMI12-10 1SNA179631R0300 24
BJMI12-2 1SNA179626R0600 24
BJMI12-3 1SNA179628R1000 24
BJMI12-4 1SNA179629R1100 24
BJMI12-5 1SNA179630R1600 24
BJMI31.2 1SNA206053R0700 28
BJMI31.3 1SNA206054R0000 28
BJMI36.2 1SNA206126R2500 29
BJMI36.3 1SNA206223R0600 29
BJMI5-10 1SNA176282R2300 14
BJMI5-2 1SNA176278R1600 14
BJMI5-3 1SNA176279R1700 14
BJMI5-4 1SNA176280R0500 14
BJMI5-5 1SNA176281R2200 14
BJMI5D-10 1SNA176740R1100 44
BJMI5D-2 1SNA176736R2100 44
BJMI5D-3 1SNA176737R2200 44
BJMI5D-4 1SNA176738R0300 44
BJMI5D-5 1SNA176739R0400 44
BJMI6-10 1SNA176667R0400 16
BJMI6-2 1SNA176663R0000 16
BJMI6-3 1SNA176664R0100 16
BJMI6-4 1SNA176665R0200 16
BJMI6-5 1SNA176666R0300 16
BJMI6D-10 1SNA179672R1400 46
BJMI6D-2 1SNA179668R2000 46

BJMI6D-3 1SNA179669R2100 46
BJMI6D-4 1SNA179670R2600 46
BJMI6D-5 1SNA179671R1300 46
BJMI8-10 1SNA176673R0200 20
BJMI8-2 1SNA176669R1600 20
BJMI8-3 1SNA176670R1300 20
BJMI8-4 1SNA176671R0000 20
BJMI8-5 1SNA176672R0100 20
BJS27-2 1SNA205772R1300 137
BJS27-3 1SNA205773R1400 137
BJS32-2 1SNA205774R1500 138
BJS32-3 1SNA205775R1600 138
BJS42-2 1SNA205776R1700 139
BJS42-3 1SNA205777R1000 139
BJS551-2 1SNA205778R2100 140
BJS551-3 1SNA205779R2200 140
BJS8 1SNA164581R1300 69
 1SNA164582R1400 69
 1SNA164583R1500 69
BJS8-20 1SNA174789R0500 69
BNCT82 1SNA116926R0400 65
 1SNA196926R0500 65
BNF52 1SNA105133R1700 65
 1SNA116924R0200 65
 1SNA196924R0300 65
BNF652 1SNA196998R1600 64
BNF652-D1-BE 1SNA196966R1500 64
BNF652D-BE 1SNA196999R1700 64
BNF652L-BE 1SNA196967R1600 64
BNS6DG1 1SNA400146R0000 64
BNSTP1 1SNA196792R1700 67
BNSTP2 1SNA196789R2400 67
BNSV62 1SNA116854R1400 66
 1SNA196854R1500 64
BNSV82 1SNA116927R0500 65
 1SNA196927R0600 65
BP8.A4 1SNA173888R2000 21
CBD2S 1SNA178408R1400 66
CBD5.2L 1SNA291077R2400 93
CBM5 1SNA178745R1400 14
CBM5D 1SNA173530R2400 44
CN5 1SNA179371R1600 76
CPBP1 1SNA399788R1600 28
CPBP2 1SNA399787R0500 29
CPM 1SNA187312R1400 14
CPUF120 1SNA190018R2000 139
CPUF185 1SNA190019R2100 140
CPUF35 1SNA190016R1600 137
CPUF70 1SNA190017R1700 138
CPV1-2 1SNA176816R1200 14
CPV4-5 1SNA176791R2100 26
D10/10.1.2L 1SNA290301R1500 103
 1SNA290302R1600 103
D10/10.1.N.2L 1SNA290303R1700 103
D10/10.1.P.2L 1SNA290309R2500 118
D10/10.3L 1SNA290423R2700 104
 1SNA290425R2100 104
D10/10.N.3L 1SNA290424R2000 104
D10/10.P.3L 1SNA290427R2300 119
D120/42.AF 1SNA190008R0700 144
D120/42.FF 1SNA190003R2200 139
D150/31.D10 1SNA399715R0400 28
D150/31.D10.N 1SNA399717R0600 28
D150/31.D10.YL 1SNA400778R0000 28
D16/12.2L 1SNA399581R2700 105
 1SNA400178R1000 105
 1SNA400179R1100 105
 1SNA400180R0700 105
D16/12.3L 1SNA290428R0400 106
 1SNA290430R0200 106
D16/12.N.2L 1SNA399582R2000 105
D16/12.N.3L 1SNA290429R0500 106
D16/12.P.2L 1SNA399584R2200 120
D16/12.P.3L 1SNA290432R2000 121
D185/55.AF 1SNA190009R0000 145
D185/55.FF 1SNA190004R2300 140
D2.5/5.2L 1SNA290021R2700 93
 1SNA290022R2000 93
 1SNA290024R2200 93
 1SNA290025R2300 93
 1SNA290026R2400 93
 1SNA290027R2500 93
 1SNA290028R0600 93
 1SNA290464R0000 93
 1SNA290465R0100 93
D2.5/5.3L 1SNA290031R2100 94
 1SNA290032R2200 94
 1SNA290034R2400 94
 1SNA290035R2500 94
 1SNA290036R2600 94
 1SNA290037R2700 94
 1SNA290038R0000 94

D2.5/5.4L 1SNA290011R2500 95
 1SNA290012R2600 95
 1SNA290014R2000 95
 1SNA290015R2100 95
 1SNA290016R2200 95
 1SNA290017R2300 95
 1SNA290018R0400 95
D2.5/5.D2.L 1SNA290161R0000 123
D2.5/5.D2.N.L 1SNA290163R0200 123
D2.5/5.I.3L 1SNA399068R1700 96
 1SNA399260R2000 96
 1SNA400219R1100 96
D2.5/5.I.4L 1SNA399071R0200 97
 1SNA399270R2200 97
D2.5/5.I.N.3L 1SNA399067R0600 96
D2.5/5.I.N.4L 1SNA399070R1500 97
D2.5/5.I.P.3L 1SNA399072R0300 111
D2.5/5.I.P.4L 1SNA399073R0400 112
D2.5/5.N.2L 1SNA290023R2100 93
D2.5/5.N.3L 1SNA290033R2300 94
D2.5/5.N.4L 1SNA290013R2700 95
D2.5/5.P 1SNA165909R0500 31
D2.5/5.P.2L 1SNA290029R0700 108
D2.5/5.P.3L 1SNA290039R0100 109
D2.5/5.P.4L 1SNA290019R0500 110
D2.5/5.SNBT.2L 1SNA290041R0300 128
 1SNA290042R0400 128
 1SNA290044R0600 128
D2.5/5.SNBT.4L 1SNA290131R2200 129
 1SNA290132R2300 129
D2.5/5.SNBT.N.4L 1SNA290134R2500 129
D2.5/5.T1.L 1SNA290457R0100 126
D2.5/5.T1.P.L 1SNA290459R1300 127
D2.5/5.T3.L 1SNA290456R0000 124
D2.5/5.T3.P.L 1SNA290458R1200 125
D2.5/6.DA 1SNA115541R1100 53
D2.5/6.DPA1 1SNA115643R2700 52
D2.5/8.SFDT.2L 1SNA290094R2100 131
D2.5/8.SFLT.2L 1SNA290093R2000 131
D2.5/8.SFT.2L 1SNA290091R2600 130
 1SNA290092R2700 130
D2.5/8.SNT.2L 1SNA290097R2400 132
D240/36.D10 1SNA399704R1200 29
D240/36.D10.N 1SNA399706R1400 29
D240/36.D10.YL 1SNA400779R0000 29
D300/55.FF 1SNA190005R2400 141
D35/16.2L 1SNA399617R0200 107
 1SNA400181R2400 107
 1SNA400182R2200 107
 1SNA400183R2600 107
D35/16.N.2L 1SNA399618R1300 107
D35/16.P.2L 1SNA399620R1100 122
D35/27.AF 1SNA190006R2500 142
D35/27.FF 1SNA190001R2000 137
D4/6.2L 1SNA290061R0700 98
 1SNA290062R0000 98
 1SNA290064R0200 98
 1SNA290066R0400 98
 1SNA290067R0500 98
D4/6.3L 1SNA290405R0600 99
 1SNA290406R0700 99
D4/6.4L 1SNA290410R0600 100
 1SNA290411R2300 100
D4/6.N.2L 1SNA290063R0100 98
D4/6.N.3L 1SNA290407R0000 99
D4/6.N.4L 1SNA290412R2400 100
D4/6.P 1SNA165809R0100 33
D4/6.P.2L 1SNA290069R1700 113
D4/6.P.3L 1SNA290409R1200 114
D4/6.P.4L 1SNA290414R2600 115
D4/6.P.T1 1SNA199220R0000 56
D4/6.T1 1SNA199219R0300 55
D4/6.T3 1SNA299683R0100 54
D4/6.T3.P 1SNA299684R0200 55
D4/8.D2.P.SF 1SNA400270R2000 84
D4/8.D2.P.SFD 1SNA400272R1600 85
D4/8.D2.P.SFL 1SNA400271R1500 85
D6/8.2L 1SNA290081R2400 101
 1SNA290082R2500 101
 1SNA290084R2700 101
 1SNA290086R2100 101
 1SNA290087R2200 101
D6/8.3L 1SNA290418R0200 102
 1SNA290420R0000 102
D6/8.N.2L 1SNA290083R2600 101
D6/8.N.3L 1SNA290419R0300 102
D6/8.P 1SNA165830R2100 37
D6/8.P.2L 1SNA290089R0400 116
D6/8.P.3L 1SNA290422R2600 117
D70/22 1SNA400305R1000 26
D70/22.N 1SNA400306R1100 26
D70/22.P 1SNA400772R1300 41
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Index

Type classification

Type Order code Page Type Order code Page Type Order code Page

D70/22.YL 1SNA400789R0000 26
D70/32.AF 1SNA190007R2600 143
D70/32.FF 1SNA190002R2100 138
D95/26 1SNA400370R2400 27
D95/26.N 1SNA400371R1100 27
D95/26.P 1SNA400620R1700 42
D95/26.YL 1SNA400791R0000 27
DRF10 1SNA205769R2000 139
DRF12 1SNA205770R2500 140
DRF16 1SNA205771R1200 141
DRF6 1SNA205767R1600 137
DRF8 1SNA205768R2700 138
EIP 1SNA113550R2400 14
EL6 1SNA173627R2100 14
EL61 1SNA177812R1700 52
EV8S 1SNA168401R0300 71
EXBN2 1SNA171018R2000 64
FC2 1SNA007865R2600 15
FC2.MC 1SNA107239R0300 93
FC4 1SNA167860R0100 17
FC4-1 1SNA167927R1000 67
FED10.2L 1SNA291461R2200 103
FED10.3L 1SNA291731R2000 104
FED12.2L 1SNA399571R0400 105
FED12.3L 1SNA291721R2600 106
FED3E 1SNA116771R2000 52
FED5.2L 1SNA291061R2400 93
FED5.3L 1SNA291051R2200 94
FED5.4L 1SNA291041R2000 95
FED5.D.L 1SNA291441R2600 123
FED5.I.3L 1SNA290311R0600 96
FED5.T3.L 1SNA291817R1700 124
FED5.T3.P.L 1SNA291818R2000 125
FED6.3L 1SNA291694R2400 99
FED6.4L 1SNA291696R2600 100
FED8.2L 1SNA291161R2500 101
FED8.3L 1SNA291711R2400 102
 1SNA291713R2600 102
FED8SF.2L 1SNA291131R1700 130
FEM12 1SNA118618R0100 24
FEM13U 1SNA199635R2400 86
FEM3A 1SNA116576R1500 18
FEM4A 1SNA116629R2200 19
FEM6 1SNA118368R1600 14
FEM62 1SNA114994R0700 60
FEM6D 1SNA118499R2300 44
FEM8 1SNA113373R2600 62
FEM8D1 1SNA116656R2500 50
FEM8D2S 1SNA116913R0700 82
FEM8D2S1 1SNA400273R1700 84
FEM8S 1SNA116951R1500 76
FEMS6D 1SNA116591R0500 63
FEMSTA 1SNA116979R2100 70
FEMT1 1SNA113137R0200 67
FEMT2 1SNA113629R2700 71
FEMT4 1SNA114778R0500 70
FU520 1SNA008288R1500 76
 1SNA008289R1600 76
 1SNA008290R1300 76
 1SNA008291R0000 76
 1SNA008292R0100 76
FU633 1SNA168556R0500 86
 1SNA168558R1700 86
 1SNA168560R1500 86
ITV5 1SNA176259R1300 44
ITVE.L 1SNA291349R1100 123
JB16-10 1SNK916310R0000 25
JB16-2 1SNK916302R0000 25
JB16-3 1SNK916303R0000 25
JB16-4 1SNK916304R0000 25
JB16-5 1SNK916305R0000 25
JB22-10 1SNK922310R0000 26
JB22-2 1SNK922302R0000 26
JB22-3 1SNK922303R0000 26
JB22-5 1SNK922305R0000 26
JB26-10 1SNK926310R0000 27
JB26-2 1SNK926302R0000 27
JB26-3 1SNK926303R0000 27
JB26-5 1SNK926305R0000 27
M10/10 1SNA105120R2600 22
 1SNA115120R1700 22
 1SNA195120R1000 22
 1SNA400188R0300 22
 1SNA400189R0400 22
 1SNA400190R0100 22
M10/10.1 1SNA115261R2000 23
M10/10.N 1SNA125120R1100 22
M10/10.P 1SNA165115R1000 38
M16/12 1SNA105129R2300 24
 1SNA115129R1400 24
 1SNA195129R1500 24
 1SNA400191R2600 24

 1SNA400192R2700 24
 1SNA400193R2000 24
M16/12.N 1SNA125129R1600 24
M16/12.P 1SNA165130R2300 39
M35/16 1SNA105124R1600 25
 1SNA115124R0700 25
 1SNA195124R0000 25
 1SNA400194R2100 25
 1SNA400195R2200 25
 1SNA400196R2300 25
M35/16.N 1SNA125124R0100 25
M35/16.P 1SNA165111R1400 40
M4/6 1SNA105001R2700 16
 1SNA105002R2000 16
 1SNA105031R1400 16
 1SNA105032R1500 16
 1SNA105051R2000 16
 1SNA105116R1600 16
 1SNA105209R1400 16
 1SNA115116R0700 16
 1SNA195116R0000 16
 1SNA206404R0500 16
M4/6.1 1SNA105208R1300 17
 1SNA115259R0600 17
M4/6.2 1SNA115217R1400 17
M4/6.3A 1SNA115468R2000 18
M4/6.3A.N 1SNA125468R2200 18
M4/6.3A.P 1SNA195637R1200 34
M4/6.4 1SNA115192R0400 17
 1SNA195192R0500 17
M4/6.4A 1SNA115479R2300 19
M4/6.4A.N 1SNA125479R2500 19
M4/6.4A.P 1SNA195638R2300 35
M4/6.D1 1SNA115166R1100 49
M4/6.D1.1 1SNA115204R2000 48
M4/6.D1.1N 1SNA125204R2200 48
M4/6.D1.N 1SNA125166R1300 49
M4/6.D2 1SNA105044R2100 46
 1SNA105045R2200 46
 1SNA105046R2300 46
 1SNA105047R2400 46
 1SNA105048R0500 46
 1SNA105049R0600 46
 1SNA115271R2200 46
 1SNA195271R2300 46
M4/6.D2.1 1SNA115126R0100 47
M4/6.D2.1.N 1SNA125126R0300 47
M4/6.D2.2 1SNA115322R1500 47
M4/6.D2.N 1SNA125271R2400 46
M4/6.D2.SBT 1SNA115702R2300 66
M4/6.D2.SNBT 1SNA115561R1500 63
M4/6.N 1SNA125116R0100 16
M4/6.P 1SNA165113R1600 32
M4/6.SB 1SNA115435R0700 64
M4/6.SNB 1SNA105053R2200 60
 1SNA115686R1300 60
 1SNA115986R0000 60
 1SNA195686R1400 60
M4/6.SNBT 1SNA115438R1200 61
 1SNA115495R0400 61
 1SNA115987R0100 61
 1SNA195438R1300 61
 1SNA206538R0200 61
M4/8 1SNA115523R0700 81
M4/8.D2.SF 1SNA115604R2100 82
M4/8.D2.SFD 1SNA115647R2300 83
M4/8.D2.SFD3 1SNA115936R0500 83
M4/8.D2.SFL 1SNA115646R2200 83
M4/8.SF 1SNA115657R2500 76
M4/8.SF2 1SNA105135R1100 77
M4/8.SFD 1SNA115663R2300 79
M4/8.SFD3 1SNA115935R0400 78
M4/8.SFDT 1SNA115665R2500 79
M4/8.SFL 1SNA115661R2100 79
M4/8.SFLT 1SNA115667R2700 79
M4/8.SFT 1SNA115662R2200 77
M4/8.SN 1SNA115659R0700 80
M4/8.SNT 1SNA115668R0000 80
M6/8 1SNA105004R2200 20
 1SNA105118R2000 20
 1SNA115118R1100 20
 1SNA195118R1200 20
 1SNA400186R2100 20
 1SNA400187R2200 20
 1SNA400239R1500 20
M6/8.1 1SNA105128R2200 21
 1SNA115260R0300 21
 1SNA195260R0400 21
M6/8.1.N 1SNA125260R0500 21
M6/8.2 1SNA115218R2500 21
M6/8.4 1SNA115219R2600 21
M6/8.D1 1SNA115498R1700 51

M6/8.D2 1SNA115501R1200 50
 1SNA195501R1300 50
M6/8.D2.1 1SNA115497R0600 51
M6/8.N 1SNA125118R1300 20
M6/8.P 1SNA165114R1700 36
M6/8.SB 1SNA115436R0000 65
M6/8.SNB 1SNA105055R2400 62
 1SNA115688R2500 62
M6/8.ST 1SNA115236R1700 71
M6/8.ST1 1SNA115237R1000 72
M6/8.ST1.IP20 1SNA115971R1000 74
M6/8.ST3 1SNA115239R2200 73
M6/8.ST7 1SNA115243R2600 75
M6/8.STA 1SNA115359R0200 70
M6/8.STP 1SNA105141R2700 68
 1SNA105142R2000 68
 1SNA115277R2000 68
M6/8.STP1 1SNA115529R1500 67
M6/8.STP3 1SNA115500R2500 69
MA2.5/5 1SNA105052R2100 14
 1SNA105075R2000 14
 1SNA105077R2200 14
 1SNA105486R1200 14
 1SNA115486R0300 14
 1SNA195486R0400 14
 1SNA400184R2700 14
MA2.5/5.1 1SNA115485R0200 15
 1SNA125485R0400 15
MA2.5/5.D1.1 1SNA115530R1200 45
MA2.5/5.D2 1SNA115490R1300 44
 1SNA195490R1400 44
MA2.5/5.D2.1 1SNA115491R0000 45
MA2.5/5.D2.N 1SNA125490R1500 44
MA2.5/5.N 1SNA125486R0500 14
MA2.5/5.P 1SNA165488R2700 30
MA2.5/5.SNB 1SNA115699R2000 58
MA2.5/5.SNBT 1SNA115700R0500 59
 1SNA115701R2200 59
MA2.5/5.SNBTA 1SNA115505R1600 59
 1SNA125505R1000 59
ML10/13.SF 1SNA199095R1300 86
ML10/13.SFD 1SNA199166R2600 87
ML10/13.SFL 1SNA199168R0000 87
ML10/13.SN 1SNA199105R2200 88
PC10-10 1SNA163315R2600 22
PC13-10 1SNA173510R2000 86
PC5-10 1SNA113544R1200 14
PC5-2 1SNA113542R1000 14
PC6-10 1SNA113548R2600 16
PC61-10 1SNA163311R2200 46
PC6-2 1SNA113546R1400 16
PC8-10 1SNA163313R2400 20
PC81-10 1SNA173523R1100 76
PC8-2 1SNA116538R1700 20
PC8-3 1SNA116539R1000 62
PC8-4 1SNA116540R2500 62
PC8-R1 1SNA400711R0600 71
PC8-R2 1SNA400712R0700 71
PC8-R3 1SNA400713R0000 71
PC8-R4 1SNA400724R0300 71
RC1010 1SNA238000R1600 22
RC510 1SNA231000R0700 14
RC610 1SNA233000R0100 16
RC65 1SNA232000R0000 52
RC810 1SNA234000R0200 20
SCD 1SNA103189R2600 54
SCD5.2L 1SNA291352R0400 93
SCD5.3L 1SNA291362R0600 94
SCD5.4L 1SNA291372R0000 95
SCF12 1SNA113102R1000 24
SCF6 1SNA118707R0300 14
SCF6D 1SNA118495R1700 46
SCFCV1-2 1SNA116795R1100 14
SCFCV4 1SNA116797R1300 26
SCFM6 1SNA114825R0500 14
SCFT1 1SNA103588R2600 67
SCFT2 1SNA114522R0500 71
SC-JB8-2 1SNK900652R0000 71
SC-JB8-3 1SNK900653R0000 71
SC-JB8-4 1SNK900654R0000 71
SCM6 1SNA113003R1000 16
SCM6D 1SNA113482R0500 46
SCMA5 1SNA116728R2500 14
SCMA5D 1SNA116720R2100 44
TGA13 1SNA168564R0500 86
 1SNA168565R0600 86
 1SNA168566R0700 86
TGA8 1SNA168672R1100 76
 1SNA168673R1200 76
 1SNA168674R1300 76
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Note

We reserve the right to make technical changes or 

modify the contents of this document without prior 

notice. 

ABB does not accept any responsibility whatsoever 

for potential errors or possible lack of information in 

this document.

We reserve all rights in this document and in the 

subject matter and illustrations contained therein. 

Any reproduction, disclosure to third parties or 

utilization of its contents – in whole or in parts – is 

forbidden without prior written consent of ABB.

Copyright© 2014 ABB - All rights reserved

Contact us

www.abb.com/connecttocontrol

ABB France 

Low Voltage Products Division

3, rue Jean Perrin

F-69687 Chassieu cedex / France

You can find the address of your local sales organisation 

on the ABB home page

www.abb.com/lowvoltage


	SNA series Terminal blocks
	Ranges and technologies presentations
	Screw clamp terminal blocks
	Overview
	Feed-through
	2.5 mm² / 12 AWG MA2.5/5
	4 mm² / 10 AWG M4/6
	4 mm² / 10 AWG M4/6.3A & M4/6.4A 3 & 4 connections
	6 mm² / 8 AWG M6/8
	10 mm² / 6 AWG M10/10
	16 mm² / 6 AWG M16/12
	35 mm² / 0 AWG M35/16
	70 mm² / 00 AWG D70/22
	95 mm² / 0000 AWG D95/26
	150 mm² D150/31.D10
	240 mm² D240/36.D10

	Ground
	2.5 mm² / 12 AWG MA2.5/5.P & D2.5/5.P
	4 mm² / 12 AWG M4/6.P & D4/6.P
	4 mm² / 12 AWG M4/6.3A.P & M4/6.4A.P 3 & 4 connections
	6 mm² / 8 AWG M6/8.P & D6/8.P
	10 mm² / 6 AWG M10/10.P
	16 mm² / 4 AWG M16/12.P
	35 mm² / 0 AWG M35/16.P
	70 mm² / 00 AWG D70/22.P
	95 mm² / 0000 AWG D95/26.P

	Double deck
	2.5 mm² / 12 AWG MA2.5/5.D2
	4 mm² / 12 AWG M4/6.D2
	4 mm² / 12 AWG M4/6.D1 One circuit
	6 mm² / 8 AWG M6/8.D2
	2.5 mm² / 12 AWG D2.5/5.DP Double deck + ground

	Triple deck
	2.5 mm² / 12 AWG D2.5/6.DA
	4 mm² / 12 AWG D4/6.T
	4 mm² / 12 AWG D4/6.P.T1 7 connections for grounding

	Disconnect
	2.5 mm² / 12 AWG MA2.5/5.SNB
	4 mm² / 10 AWG M4/6.SNB
	6 mm² / 8 AWG M6/8.SNB
	4 mm² / 12 AWG M4/6.D2.SNBT Double deck, disconnect
	4 mm² / 10 AWG M4/6.SB & M6/8.SB Disconnect with plug
	4 mm² M4/6.D2.SB Double deck, disconnect with plug
	6 mm² / 8 AWG M6/8.STP Disconnect with push-turn knob
	6 mm² / 8 AWG M6/8.STP3 Feed-through - profile aligned with M6/8.STP
	6 mm² / 8 AWG M6/8.ST Test disconnect with screwdriver sliding link
	6 mm² / 8 AWG M6/8.ST7 Feed-through - profile aligned with M6/8.ST

	For 5x20 and 5x25 mm fuses (0.197x0.787 in and 0.197x0.984 in)
	4 mm² / 12 AWG M4/8.SF Fuse holders
	4 mm² / 12 AWG M4/8.SN Disconnect - profile aligned with M4/8.SF
	4 mm² / 12 AWG M4/8 Feed-through - profile aligned with M4/8.SF
	4 mm² / 12 AWG M4/8.D2.SF Double deck, fuse holder
	4 mm² / 12 AWG D4/8.D2.P.SF Double deck, fuse holder, ground

	For 6.3x25 and 6.3x32 mm fuses (¼ x 1 in and ¼ x 1¼ in)
	10 mm² / 10 AWG ML10/13.SF
	10 mm² / 10 AWG ML10/13.SN Disconnect - profile aligned with ML10/13.SF


	Spring clamp terminal blocks
	Overview
	Feed-through
	2.5 mm² / 12 AWG D2.5/5.2L 2 connections
	2.5 mm² / 12 AWG D2.5/5.3L 3 connections
	2.5 mm² / 12 AWG D2.5/5.4L 4 connections
	2.5 mm² / 12 AWG D2.5/5.I.3L Angled block with 3 connections
	2.5 mm² / 12 AWG D2.5/5.I.4L Angled block with 4 connections
	4 mm² / 10 AWG D4/6.2L 2 connections
	4 mm² / 10 AWG D4/6.3L 3 connections
	4 mm² / 10 AWG D4/6.4L 4 connections
	6 mm² / 8 AWG D6/8.2L 2 connections
	6 mm² / 8 AWG D6/8.3L 3 connections
	10 mm² / 6 AWG D10/10.1.2L 2 connections
	10 mm² / 6 AWG D10/10.3L 3 connections
	16 mm² / 6 AWG D16/12.2L 2 connections
	16 mm² / 6 AWG D16/12.3L 3 connections
	35 mm² / 2 AWG D35/16.2L 2 connections

	Ground
	2.5 mm² / 12 AWG D2.5/5.P.2L 2 connections
	2.5 mm² / 12 AWG D2.5/5.P.3L 3 connections
	2.5 mm² / 12 AWG D2.5/5.P.4L 4 connections
	2.5 mm² / 12 AWG D2.5/5.P.I.3L 3 connections
	2.5 mm² / 12 AWG D2.5/5.P.I.4L 4 connections
	4 mm² / 10 AWG D4/6.P.2L 2 connections
	4 mm² / 10 AWG D4/6.P.3L 3 connections
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